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/PROCESS~ ALIDATION 

Chromatography 
workstation 

The latest version of the Windows
based v4 Turbochrom chromatography 
works tation from Perkin-Elmer 
(Norwalk, CT) provides for integrated 
data handling and instrument control 
for gas chromatography and HPLC 
applications. This version allows users 
to work simultaneously with up to 8 
instruments and features a Navigator 
screen with special icons to simplify 
data collection and review. 

Write in 922 on Reader Service Card. 

Software upgrade 
Version 1.5 of DASYTEC's (Am

herst, NH) Windows-based data acqui
sition and control system, DASYLab, 
is now shipping in the U.S., Canada, 
and Mexico. This new version comes 
with a feature called the "black box," 
which allows multiple icons to be rep
resented as one, thus simplifying the 
worksheet. Those boxes can be placed in 
a library to be called up later by name. 

Write in 921 on Reader Service Card. 

Control software 
Sepragen (San Leandro, CA) has re

leased its version 1.5 Acquisition and 
Control software for the QuantaSep 
Pilot and Process Chromatography Sys
tem. The QuantaSep is designed to take 
chromatographic separation from the 
lab to GMP production, allowing for 
full system control and data acquisition 
directly off the main screen. 

Write in 928 on Reader Service Card. 

Data logging 
The Series 410 data logging com

puter from Anville Instruments 
(Camberley, U.K.) is a self-contained, 
low-cost, data acquisition, recording, 
and alarm monitoring system. The Se
ries 410 comes with its own Windows 
software for system control, data display, 
data logging, alarm monitoring, and data 
output. The Series 410 will configure 
itself with the correct signal conditioning 
based on the type of sensor selected. 

Write in 926 on Reader Service Card. 

Imaging analysis 
The Lucida Windows-based fluores

cence ratio imaging and analysis system 
from Kinetic Imaging (Liverpool, U.K.) 
supports the Digital Pixel System 2000 
cooled CCD and allows users to deter
mine, within cellular components, in vivo 
concentrations of ions such as calcium or 
hydrogen. Users are able to animate, reg
ister, and create extended focal depth 
composites and ND functions are capable 
of compiling -z, wavelength, and time 
series data sets. 

Write in 925 on Reader Service Card. 

Multitasking software 
Varian (Walton-on-Thames, U.K.) 

has incorporated the IBM OS/2 operat
ing system into its line of Cary UV-Vis 
and UV-Vis-NIR spectrophotometers, 
enabling users to file , manipulate, and 
transfer data and generate and print 
reports, all while the Cary performs an 
analysis. A signal-to-noise mode en
ables users to control the precision level 
at which the Cary scans every data 
point in the spectrum. 

Write in 924 on Reader Service Card. 

Data acquisition board 
The WIN-30D digital and analog in

put/output board, for PC-AT compat
ible computers, from Omega (Stam
ford, CT) provides features such as data 
packing and a choice of DMA, I-bit, or 
32-bit rep string operation. The board 
comes with drivers for both DOS and 
Windows, and menu-driven data acquisi
tion software for DOS and Windows. 

Write in 927 on Reader Service Card. 

On-line monitors 
The LCM 8000 noncontact monitor

ing system from The Stevens Group 
(Dunmow, U.K.) maintains a 100% 
inspection record for vials and ampules 
on filling lines running up to speeds of 
50,000 units per hour. The laser-based 
measuring device is mounted on the 
1 ine downstream from the fi II head and, 
linked to any PC, can display data as 
trends, or in graphic or tabular form. 

Write in 923 on Reader Sen·ice Card. 
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