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Crystallization and hydrolytic/thermal degradation
of a novel stereocomplexationable blend of
poly(L-2-hydroxybutyrate) and poly(D-2-hydroxybutyrate)

Hideto Tsuji and Ayaka Okumura

The maximum radial growth rate of spherulites of the novel stereocomplexationable blend of poly(L-2-hydroxybutyrate) (P(L-2HB))

and poly(D-2-hydroxybutyrate) (P(D-2HB)) was observed to be substantially higher than those of pure P(L-2HB) and P(D-2HB).

The hydrolytic degradation rate of the P(L-2HB)/P(D-2HB) blend traced by gravimetry and gel permeation chromatography was

significantly lower than those of pure P(L-2HB) and P(D-2HB); this indicated that the blend had higher resistance to hydrolytic

degradation. Further, the thermal degradation rate of the P(L-2HB)/P(D-2HB) blend was retarded as compared with those of pure

P(L-2HB) and P(D-2HB). The results obtained in the present study indicate that the intermolecular interaction between P(L-2HB)

and P(D-2HB) chains having opposite configurations in the amorphous regions or in the molten state was higher than that

between P(L-2HB) or P(D-2HB) chains with the same configurations. The information obtained in the present study should be

very useful for designing and processing pure, biodegradable materials of P(L-2HB), P(D-2HB) and their blends for biomedical,

pharmaceutical and environmental applications.
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INTRODUCTION

Poly(L-lactide) (that is, poly(L-lactic acid) or PLLA) is a biodegradable
polymer produced from plant-derived renewable resources and is now
used for biomedical, pharmaceutical, environmental, industrial and
commercial applications.1–15 Stereocomplexation between PLLA and
its enantiomer poly(D-lactide) (that is, poly(D-lactic acid) or PDLA)
can yield biodegradable materials having superior mechanical perfor-
mance and resistance to hydrolytic and thermal degradation relative to
pure PLLA and PDLA.16–20

Poly(2-hydroxybutyrate) (that is, poly(2-hydroxybutanoic acid) or
P(2HB)) is a biodegradable polymer with the structure of a poly(lac-
tide) (that is, poly(lactic acid) or PLA) in which methyl groups are
substituted with ethyl groups. A stereocomplex can also be formed by
blending substituted enantiomeric PLAs, that is, poly(L-2-hydroxybu-
tyrate) [P(L-2HB)] and poly(D-2-hydroxybutyrate) (P(D-2HB)).21 The
melting temperature (Tm) of the P(L-2HB)/P(D-2HB) stereocomplex
(ca. 200 1C) is higher than those of pure P(L-2HB) and P(D-2HB)
(ca. 100 1C). The spherulite growth or crystallization of the P(L-2HB)/
P(D-2HB) stereocomplex is completed in a substantially shorter period
of time as compared with those of pure P(L-2HB) and P(D-2HB).
From the results reported for PLLA/PDLA blends,16–20 it is expected
that the resistance of P(L-2HB)/P(D-2HB) blends to hydrolytic and

thermal degradation should be higher than those of pure P(L-2HB)
and P(D-2HB). Moreover, optically pure P(2HB) can form a hetero-
stereocomplex with non-substituted PLA having a configuration
opposite to that of P(2HB),22 whereas optically pure phenyl-substi-
tuted PLA is reported to have a higher intermolecular interaction with
non-substituted PLA having a configuration opposite to that of
phenyl-substituted PLA.23 However, to the best of our knowledge,
there are no detailed reports on the crystallization or hydrolytic and
thermal degradation behavior of P(L-2HB)/P(D-2HB) blends, although
such information is crucial for designing and processing biodegradable
stereocomplexationable P(L-2HB)/P(D-2HB) blends for biomedical,
pharmaceutical and environmental applications.

This article is the first to report the detailed crystallization and
hydrolytic and thermal degradation behavior of the novel stereocom-
plexationable P(L-2HB)/P(D-2HB) blend, relative to those of pure
P(L-2HB) and P(D-2HB). For this purpose, the spherulite growth behavior
of the specimens was traced using polarized optical microscopy; the
specimens that were hydrolytically degraded in a phosphate-buffered
solution at 80 1C were studied using gravimetry, gel permeation
chromatography (GPC) and differential scanning calorimetry
(DSC); and the thermal degradation of the specimens was traced
using thermogravimetry (TG). The crystallization and hydrolytic and
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thermal degradation of biodegradable crystalline polymers takes place
in the melt or in the amorphous regions. Therefore, studying these
phenomena reveals information about the intermolecular interaction
between P(2HB) having opposite and identical configurations. The
information obtained in the present study can be effectively utilized
for designing and processing biodegradable materials of pure
P(L-2HB), P(D-2HB) and their blends for biomedical, pharmaceutical
and environmental applications.

MATERIALS AND METHODS

Materials
P(L-2HB) and P(D-2HB) were synthesized by the polycondensation of (S)- and

(R)-2-hydroxybutanoic acids (2-hydroxybutyric acids) (X97.0%, enantiomeric

ratio X99:1, Sigma-Aldrich (Tokyo, Japan)), respectively,24 following which

purification and drying21,25 were carried out according to previous literature.

The specimens (thickness of ca. 50mm) used for the crystallization and hydrolytic

and thermal degradation experiments were prepared according to the literature.21

Each solution of the purified and dried P(L-2HB) and P(D-2HB) was separately

prepared with dichloromethane as the solvent to obtain a polymer concentration

of 1 g dl�1. For the preparation of P(L-2HB)/P(D-2HB) blend specimens, the

P(L-2HB) and P(D-2HB) solutions were mixed with each other equimolarly

under vigorous stirring. The solution was cast onto a petri-dish, followed

by solvent evaporation at 25 1C for approximately 1 day. Pure P(L-2HB) and

P(D-2HB) specimens were also prepared by the same procedure without mixing

solutions. The solvent remaining in the as-cast specimens was removed under

reduced pressure for at least 7 days, and stored in a desiccator before the

crystallization or hydrolytic and thermal degradation experiments. The pure P(L-

2HB) and P(D-2HB) specimens and blend specimens obtained in this manner

were transparent and opaque films, respectively.

Hydrolytic degradation
The hydrolytic degradation of each of the specimens (8 mg of dry weight) was

performed for predetermined periods of time in 10 ml of phosphate-buffered

solution (pH¼7.4±0.1) containing 0.02 wt% sodium azide at 80 1C. The

phosphate-buffered solution was replaced with a fresh one every 2 days. After

hydrolytic degradation, the specimens were rinsed thrice with fresh distilled

water at room temperature, following which they were dried under reduced

pressure for at least 2 weeks. The distilled water used for preparation of

the phosphate-buffered solution and rinsing of the hydrolytically degraded

specimens was of high performance liquid chromatography (HPLC) grade

(Nacalai Tesque, Kyoto, Japan).

Physical measurements and observation
The weight- and number-average molecular weights (Mw and Mn, respectively)

of the specimens before and after hydrolytic degradation were evaluated in

chloroform at 40 1C using a Tosoh (Tosoh, Tokyo, Japan) GPC system

(refractive index monitor: RI-8020) having two TSK Gel columns (GMHXL)

using polystyrene standards. The glass transition and melting temperatures

(Tg and Tm, respectively) and the melting enthalpies of homo-crystallites and

stereocomplex crystallites [DHm(H) and DHm(S), respectively] of the speci-

mens were determined using a Shimadzu (Kyoto, Japan) DSC-50 differential

scanning calorimeter. The specimens were heated at the rate of 10 1C min-1

under a nitrogen gas flow of 50 ml min�1 for DSC measurements. The values of

Tg, Tm, DHm(H) and DHm(S) of the specimens were calibrated using tin,

indium and benzophenone as standards. Wide-angle X-ray scattering was

performed at 25 1C using a Rigaku (Tokyo, Japan) RINT-2500 equipped with

a Cu-Ka source (l ¼0.1542 nm). The spherulite growth in the specimens was

observed using an Olympus (Tokyo, Japan) polarized optical microscope

(BX50) equipped with a Linkam (Surrey, UK) heating–cooling stage (LK-

600PM) under a constant nitrogen gas flow. The specimens were first heated at

100 1C min�1 to 240 1C, maintained at the same temperature for 5 min, and

then cooled at 100 1C min�1 to an arbitrary Tc; the spherulite growth was

observed at the same temperature. The thermal degradation behavior of the

specimens was monitored using a Shimadzu DTG-50 under a nitrogen gas flow

of 50 ml min�1.

RESULTS

Crystallization
The behavior, rate and mechanism of hydrolytic degradation of
biodegradable polymers, including P(L-2HB) and P(D-2HB), can be
controlled to some extent by varying the highly ordered structures
formed during crystallization. Figure 1 shows the typical polarized
optical photomicrographs of pure P(L-2HB) and a P(L-2HB)/
P(D-2HB) blend crystallized from the melt. Here, the photographs
of pure P(D-2HB) are not shown, because its morphology was very
similar to that of pure P(L-2HB). Considering the fact that the
crystallization temperature (Tc) of the P(L-2HB)/P(D-2HB) blend
was much higher than the Tm of pure P(L-2HB) and P(D-2HB) (ca.
100 1C), the crystallites formed in the P(L-2HB)/P(D-2HB) blend
should be stereocomplex crystallites. The size of the stereocomplex
spherulites increased with Tc. This trend is consistent with that of the
spherulites of the PLA stereocomplex and pure PLLA25–28 and is based
on the decrease in the number of spherulite nuclei per unit mass with
an increase in Tc or decrease in the degree of supercooling (DT¼Tm—
Tc). Using the Tm values of as-cast specimens (Table 1), the DT values
were calculated and are listed in the caption of Figure 1. Although
DT¼46.1 1C of the P(L-2HB)/P(D-2HB) blend at Tc¼170 1C
(Figure 1c) is higher than the DT¼32.6 1C of the pure P(L-2HB) at
Tc¼70 1C (Figure 1a), the spherulite size was larger for the P(L-2HB)/
P(D-2HB) blend than for pure P(L-2HB). A similar tendency was
observed in the P(L-2HB)/P(D-2HB) blend at Tc¼195 1C (DT¼
21.1 1C, Figure 1d) and in pure P(L-2HB) at Tc¼90 1C (DT¼12.6 1C,
Figure 1b). Maltese crosses were observed in the spherulites, with
the exception of the spherulites of pure P(L-2HB) crystallized at
Tc¼70 1C, reflecting the regular orientation of lamellae in the
spherulites. Such information could not be obtained for spherulites
of pure P(L-2HB) crystallized at Tc¼70 1C because of their extremely
small size.

The radial growth rates of spherulites (G) and the induction periods
for spherulite growth (ti) of pure P(L-2HB), P(D-2HB) and their blend
were estimated from the polarized optical photomicrographs; these are
plotted in Figures 2a and b as a function of Tc. Here, the ti values were
evaluated from extrapolation of the spherulite radius plotted against
crystallization time to a radius of 0mm. The G values of pure P(L-2HB)
and P(D-2HB) had maximum values (1.6 and 1.7mm min�1, respec-
tively) when Tc was approximately 80 1C, whereas that of the
P(L-2HB)/P(D-2HB) blend (12mm min�1) was observed when Tc

was approximately 170 1C. The maximum G value of the latter is
much higher than those of the former. This trend is consistent
with the G values reported for the PLLA/PDLA stereocomplex.25,29,30

In the case of the P(L-2HB)/P(D-2HB) blend, the G values could
become higher at a value of Tc below 170 1C. However, these G values
could not be estimated because of the extremely small ti values for
values of Tc above 170 1C, which induced extremely rapid crystal-
lization during cooling from the molten state to a predetermined value
of Tc that was below 170 1C. The maximum G value of the P(L-2HB)/
P(D-2HB) blend was approximately 12mm min�1, which is more
than seven times those of pure P(L-2HB) and P(D-2HB) (1.6 and
1.7mm min�1, respectively). On the other hand, the ti values of the
P(L-2HB)/P(D-2HB) blend were practically zero for a value of Tc in the
range of 170–195 1C, whereas those of pure P(L-2HB) and P(D-2HB)
gradually increased with Tc and finally became infinity when Tc

approached Tm (100 1C). The G and ti values are replotted in Figures 2c
and d as a function of DT. The G values were higher for the P(L-2HB)/
P(D-2HB) blend than for pure P(L-2HB) and P(D-2HB), when
compared at the same DT values. In contrast, the ti values of all
specimens exhibited a similar dependence on DT.
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Hydrolytic degradation
The hydrolytic degradation rate, behavior and mechanism of
P(L-2HB) and P(D-2HB) are of great importance, especially when
these polymers are used as biomedical, pharmaceutical and environ-
mental materials. The hydrolytic degradation rates of the P(2HB)
specimens are assumed to be lower than those of PLA specimens;
therefore, a long time is required for their complete degradation at a
low temperature. We accordingly carried out accelerated hydrolytic
degradation at an elevated temperature of 80 1C. Figure 3 shows the
wide-angle X-ray scattering profiles of pure P(L-2HB), P(D-2HB) and
their blend before and after hydrolytic degradation for 20 days at
80 1C. Before hydrolytic degradation, pure P(L-2HB) and P(D-2HB)
had intense crystalline diffraction peaks at around 151 and 171,
whereas the P(L-2HB)/P(D-2HB) blend exhibited no such peaks for
pure P(L-2HB) and P(D-2HB), with the exception of new crystalline
peaks at around 111, 181 and 221, which are ascribed to stereocomplex
crystalline peaks.21 After hydrolytic degradation, the specimens had
crystalline peaks at the diffraction angles identical to those of the
specimens before hydrolytic degradation. These findings reflect that
the crystalline species were not altered by the hydrolytic degradation,

and, therefore, the P(L-2HB)/P(D-2HB) blend contained only stereo-
complex crystallites as crystalline species during hydrolytic degradation.

Figure 4 shows the percentage remaining weight of hydrolytically
degraded pure P(L-2HB), P(D-2HB) and their blend as a function of
degradation time. Loss of weight was observed for all specimens even
at 4 days, indicating that water-soluble oligomers and monomers were
formed and removed from the mother specimens. The remaining
weight percentages of the P(L-2HB)/P(D-2HB) blend were higher than
those of pure P(L-2HB) and P(D-2HB), when compared for the same
hydrolytic degradation periods.

Figure 5 shows the GPC profiles of pure P(L-2HB), P(D-2HB) and
their blend before and after hydrolytic degradation for 16 days. As seen
in this figure, the molecular weight distribution curves of all speci-
mens drastically shifted to a lower molecular weight, indicating that
the hydrolytic degradation of the specimens occurs via a bulk erosion
mechanism. This is consistent with the observations in the case of the
hydrolytic degradation of PLA-based materials in neutral
media.16,19,31–33 The Mn and Mw/Mn of pure P(L-2HB), P(D-2HB)
and their blend, after hydrolytic degradation for different periods,
were estimated from the GPC profiles and are plotted in Figure 6 as a

Figure 1 Polarized optical photomicrographs of pure P(L-2HB) crystallized at Tc¼70 1C (DT¼32.6 1C) for 3 min (a), at Tc¼90 1C (DT¼12.6 1C) for 12 min (b),

and of the P(L-2HB)/P(D-2HB) blend crystallized at Tc¼170 1C (DT¼46.1 1C) for 0.5 min (c), and at Tc¼195 1C (DT¼21.1 1C) for 7 min (d).

Table 1 Characteristics and properties of pure P(L-2HB), P(D-2HB) and their blend before and after hydrolytic degradation

Code Degradation time (days) Mn (gmol�1) a Mw/Mn
a Tg (1C) b Tm (1C) b DHm (J g�1) b

P(L-2HB) 0 1.67�104 1.57 25.3 102.6 22.6

16 3.06�103 2.57 23.9 105.7 24.9

P(D-2HB) 0 1.63�104 1.40 25.5 103.0 23.1

16 3.02�103 2.64 26.0 108.6 38.7

P(L-2HB)/P(D-2HB) 0 1.51�104 1.58 43.6 216.1 67.5

16 4.80�103 2.17 —c 212.8 75.5

Abbreviations: P(D-2HB), poly(D-2-hydroxybutyrate); P(L-2HB), poly(L-2-hydroxybutyrate).
aMn and Mn are number- and weight-average molecular weights, respectively.
bTg, Tm and DHm are glass transition and melting temperatures and enthalpy of melting, respectively.
cGlass transition was not clear to estimate the transition temperature.
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function of degradation time. The Mn values of pure P(L-2HB),
P(D-2HB) and their blend decreased rapidly in the first 4, 4 and 8
days, respectively, followed by a less rapid decrease after these periods.
The Mn values were higher for the P(L-2HB)/P(D-2HB) blend than
for pure P(L-2HB) and P(D-2HB), when compared for the same
degradation periods. The remaining weight percentages and Mn values
reflect that the P(L-2HB)/P(D-2HB) blend has a superior hydrolytic
degradation resistance as compared with pure P(L-2HB) and P(D-
2HB); this is in agreement with the experimental results of hydrolytic

degradation16–19 and theoretical calculations34 for a PLLA/PDLA
stereocomplex relative to pure PLLA and PDLA. The value of
Mw/Mn of pure P(L-2HB), P(D-2HB) and their blend increased in
the first 8 days, followed by a decrease or plateau. The initial rapid
decrease in Mn and increase in Mw/Mn can be attributed to the rapid
hydrolytic degradation and removal of chains in the amorphous
regions. On the other hand, the less rapid decrease in Mn and the
slow decrease or plateau of Mw/Mn can be ascribed to the formation of
crystalline residues and their slow degradation.

Figure 2 Radial growth rate of spherulites (G) (a, c) and induction period for spherulite growth (ti) (b, d) of pure P(L-2HB), P(D-2HB) and their blend as

functions of crystallization temperature (Tc) (a, b) and degree of supercooling (DT) (c, d).

Figure 3 WAXS profiles of pure P(L-2HB), P(D-2HB) and their blend before (a) and after (b) hydrolytic degradation at 80 1C for 20 days.

Crystallization and degradation of P(L-2HB)/P(D-2HB) stereocomplex
H Tsuji and A Okumura

320

Polymer Journal



Figure 7 shows the DSC thermograms of pure P(L-2HB), P(D-2HB)
and their blend after being hydrolytically degraded for different
periods of time. Before hydrolytic degradation, a single melting peak
was observed at around 100 and 200 1C for pure P(L-2HB) and the
P(L-2HB)/P(D-2HB) blend, respectively, whereas double melting peaks
were observed at 103 and 113 1C for pure P(D-2HB). The presence
of double-melting endotherms at lower and higher temperatures can
be attributed to the melting of original crystallites and those re-
crystallized during DSC heating, respectively. Therefore, the peak
temperature of melting for the lower-temperature side should be the
real value of Tm. In the case of P(L-2HB), it is thought that well-grown
or relatively perfect crystallites were formed during solvent evapora-
tion and, therefore, no further crystallization and melting occurred
during DSC heating. Changes in the Tm and DHm values of the
specimens during hydrolytic degradation have been obtained from
Figure 7 and are plotted in Figure 8 as a function of degradation time.
The value of Tm for pure P(L-2HB) increased for a period of up to 8
days, but decreased for longer periods, whereas that of pure P(D-2HB)
gradually increased for the entire period studied in this case. The value
of DHm for pure P(L-2HB) and P(D-2HB) varied in a manner similar
to their Tm value. The increase in Tm reflects the crystalline growth
or decrease in lattice disorder, whereas the decrease in Tm indicates

a decrease in the crystalline thickness or structural change in the surface
of the crystalline regions through hydrolytic degradation. As no cold
crystallization peak was observed for any of the specimens, the
increase in DHm, except for that of pure P(L-2HB) for the period
exceeding 12 days, indicates selective hydrolytic degradation and
removal of chains in the amorphous regions in the first stage. On
the other hand, in addition to the reduced Tm, the decrease in DHm of
pure P(L-2HB) for a period exceeding 12 days reflects the hydrolytic
degradation of the crystalline regions or reduced crystalline thickness,
which increases the surface area per unit mass of the crystalline regions
and thereby reduces DHm.

In contrast, the changes in Tm and DHm of the P(L-2HB)/P(D-2HB)
blend are different from those of pure P(L-2HB) and P(D-2HB). That
is, the decrease in the value of Tm took place from 4th days without an
initial increase and then continued for the entire period, whereas the
value of DHm increased gradually for the entire period. The former
indicates a decrease in the crystalline thickness or the surface struc-
tural change of the crystalline regions even in the first stage, while
the latter indicates a predominant hydrolytic degradation of the
amorphous regions compared with that of the crystalline regions.
Considering the gradual increase in DHm, the decrease in the value of
Tm can be ascribed to the structural change in the surface of the
crystalline regions, but not to the reduction in the crystalline thick-
ness. Such a change in the value of Tm for the P(L-2HB)/P(D-2HB)
blend upon hydrolytic degradation was observed for the PLLA/PDLA
stereocomplex at hydrolytic degradation temperatures in the range of
50–97 1C.19

Thermal degradation
Biodegradable polyesters including P(L-2HB) and P(D-2HB) are sus-
ceptible to thermal degradation. Therefore, basic information about
thermal degradation is crucial for determining their thermal proces-
sing conditions. Figure 9 shows the typical thermogravimetric curves
of pure P(L-2HB), P(D-2HB) and their blend during the process of
heating from room temperature. The remaining weight percentages of
all specimens started to decrease above 260 1C and finally reached zero
at approximately 360 1C. Although the thermal degradation tempera-
ture range is higher than the melting temperature range, the remain-
ing weight percentage of the P(L-2HB)/P(D-2HB) blend decreased
slowly as compared with those of pure P(L-2HB) and P(D-2HB),
indicating the high thermal stability of the blend. This finding is
consistent with the result reported for the PLLA/PDLA stereocomplex
in comparison with pure PLLA and PDLA.20 However, in the case of
the PLLA/PDLA stereocomplex, the difference in thermal degradation
behavior was only monitored when the specimens were retained at

Figure 4 Remaining weight percentages of pure P(L-2HB), P(D-2HB) and

their blend after being hydrolytically degraded at 80 1C shown as a function

of degradation time.

Figure 5 GPC profiles of pure P(L-2HB) (a), P(D-2HB) (b) and their blend (c) before (day 0) and after hydrolytic degradation at 80 1C for 16 days.
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constant temperatures (250 and 260 1C) just above Tm, but not when
the specimens were heated at the constantly increasing temperature.

The thermal degradation temperatures (Ttd) were obtained for
different remaining weight percentages, and the heating rate (f) is
plotted in Figure 10 as a function of Ttd. From the values of the slope
shown in Figure 10, the activation energy values for thermal degrada-
tion (DEtd) were obtained by the following equation derived by

Ozawa35 and then plotted in Figure 11 as a function of the percentage
weight loss.

� logf� 0:4567DEtd=RTtd ¼ const:; ð1Þ

where R is the gas constant. The DEtd values of pure P(L-2HB) and
P(D-2HB) were in the ranges of 111–167 and 107–158 kJ mol�1,
respectively, whereas those of the P(L-2HB)/P(D-2HB) blend were in

Figure 6 Mn (a) and Mw/Mn (b) of pure P(L-2HB) (a), P(D-2HB) and their blend, after being hydrolytically degraded at 80 1C, as a function of degradation

time.

Figure 7 DSC thermograms of pure P(L-2HB) (a), P(D-2HB) (b) and their blend (c) after being hydrolytically degraded at 80 1C for different degradation

times.

Figure 8 Tm (a) and DHm (b) of pure P(L-2HB), P(D-2HB) and their blend hydrolytically degraded at 80 1C, as a function of degradation time.
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the range of 122–183 kJ mol�1. The DEtd values are higher for the
P(L-2HB)/P(D-2HB) blend than for pure P(L-2HB) and P(D-2HB),
when compared for the same percentage weight losses, reflecting the
higher thermal stability of the P(L-2HB)/P(D-2HB) blend. The differ-
ence in DEtd values between the specimens was lowest at a percentage
weight loss of 10 wt%. The difference in DEtd values between
pure P(L-2HB) and P(D-2HB) can be ascribed to the differences in
the molecular weight distribution and the fraction of monomer and
oligomers.

DISCUSSION

The G values of the P(L-2HB)/P(D-2HB) blend were much larger than
those of pure P(L-2HB) and P(D-2HB), when compared for the same
DT values. As a result of the crystallization in the melt, stereocomplex
crystallites were formed in the P(L-2HB)/P(D-2HB) blend. Therefore,
the larger G values of the P(L-2HB)/P(D-2HB) blend indicate that the
intermolecular interaction between the P(L-2HB) and P(D-2HB)
chains having opposite configurations in the molten state is higher
than that between the P(L-2HB) chains or the P(D-2HB) chains
with the same configurations, resulting in the rapid growth of the
P(L-2HB)/P(D-2HB) stereocomplex spherulites. On the other hand,
the hydrolytic degradation of the P(L-2HB)/P(D-2HB) blend was
retarded as compared with that of pure P(L-2HB) or P(D-2HB); the
degradation was traced by gravimetry and GPC. The GPC and DSC

data strongly suggested that the hydrolytic degradation for the period
up to 16 days at 80 1C is in the first stage, where hydrolytic degrada-
tion mainly occurred in the amorphous regions. Therefore, the
delayed hydrolytic degradation of the P(L-2HB)/P(D-2HB) blend
indicates that the intermolecular interaction between the P(L-2HB)
and P(D-2HB) chains having opposite configurations in the amor-
phous regions is larger than that between the P(L-2HB) chains or the
P(D-2HB) chains with the same configurations. This relatively large
value of intermolecular interaction protects P(2HB) chains in the
blend from the hydrolytic cleavage. In addition, the thermal degrada-
tion of the P(L-2HB)/P(D-2HB) blend was retarded, and its DEtd value
was higher than those of pure P(L-2HB) and P(D-2HB). The thermal
degradation of all specimens took place in the range of 260–360 1C,
which is above the value of Tm of the P(L-2HB)/P(D-2HB) stereo-
complex (ca. 200 1C). Considering this fact, the delayed thermal
degradation of the P(L-2HB)/P(D-2HB) blend indicates that the
intermolecular interaction between the P(L-2HB) and the P(D-2HB)
chains having the opposite configurations in the molten state is higher
than that between the P(L-2HB) chains or the P(D-2HB) chains with

Figure 9 Remaining weight percentages of pure P(L-2HB), P(D-2HB) and
their blend as a function of temperature (heating rate¼3 1C min�1).

Figure 10 Ozawa’s plot of pure P(L-2HB) (a), P(D-2HB) (b) and their blend (c) for different remaining weight percentages.

Figure 11 Activation energy for thermal degradation (DEtd) of pure P(L-2HB),
P(D-2HB) and their blend as a function of percentage weight loss.
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the same configurations; this hindered the thermal cleavage of P(2HB)
chains in the blend. As depicted in the image on the website of this
article, P(L-2HB) and P(D-2HB) chains are assumed to have clockwise
and counterclockwise helical structures, respectively. This will facilitate
the arrangements of the parent and side chains more appropriate for
inter-chain interaction compared with that between the P(L-2HB) or
P(D-2HB) chains having the same helical structures.

CONCLUSIONS

The following conclusions can be derived from the present study for
the crystallization and hydrolytic and thermal degradation of the novel
stereocomplexationable P(L-2HB)/P(D-2HB) blend relative to those of
pure P(L-2HB) and P(D-2HB). The G and hydrolytic/thermal degrada-
tion resistance of the P(L-2HB)/P(D-2HB) blend were higher than
those of pure P(L-2HB) and P(D-2HB). This indicates that the
intermolecular interaction between the P(L-2HB) and the P(D-2HB)
chains having opposite configurations in the amorphous regions or in
the molten state was higher than that between the P(L-2HB) chains or
the P(D-2HB) chains with the same configurations. The information
obtained in the present study should be very useful for designing
and processing biodegradable materials of pure P(L-2HB), P(D-2HB)
and their blends for biomedical, pharmaceutical and environmental
applications.
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