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Giant enhancement of THz-frequency optical
nonlinearity by phonon polariton in ionic crystals
Yao Lu 1,3, Qi Zhang1,3, Qiang Wu 1✉, Zhigang Chen1✉, Xueming Liu2 & Jingjun Xu 1✉

The field of nonlinear optics has grown substantially in past decades, leading to tremendous

progress in fundamental research and revolutionized applications. Traditionally, the optical

nonlinearity for a light wave at frequencies beyond near-infrared is observed with very high

peak intensity, as in most materials only the electronic nonlinearity dominates while ionic

contribution is negligible. However, it was shown that the ionic contribution to nonlinearity

can be much larger than the electronic one in microwave experiments. In the terahertz (THz)

regime, phonon polariton may assist to substantially trigger the ionic nonlinearity of the

crystals, so as to enhance even more the nonlinear optical susceptibility. Here, we experi-

mentally demonstrate a giant second-order optical nonlinearity at THz frequency, orders of

magnitude higher than that in the visible and microwave regimes. Different from previous

work, the phonon-light coupling is achieved under a phase-matching setting, and the dynamic

process of nonlinear THz generation is directly observed in a thin-film waveguide using a

time-resolved imaging technique. Furthermore, a nonlinear modification to the Huang

equations is proposed to explain the observed nonlinearity enhancement. This work brings

about an effective approach to achieve high nonlinearity in ionic crystals, promising for

applications in THz nonlinear technologies.
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Nonlinear optics has led to numerous innovations in optics
and photonics1,2, significantly advanced the technology
developments in laser, spectroscopy, precision quantum

metrology, and material analysis3–9. Recently, the field of ter-
ahertz (THz) nonlinear optics has emerged and provided pow-
erful tools to manipulate and control solid-state materials,
especially in complex condensed matter systems with strongly
correlated electrons10–12. In 2018, it was demonstrated that gra-
phene possesses extraordinarily high nonlinear susceptibility at
THz frequency due to the presence of the hot Dirac fermions13,
where nonlinear frequency conversion led to observation of the
odd-order (third, fifth and seventh) terahertz harmonics.
Difference-frequency generation (DFG) of THz waves has been
reported by use of near-infrared input signal, which was gener-
ated in two different kinds of phase-matching conditions by a
nanosecond Nd:YAG laser14. Although there have been sig-
nificant efforts in enhancing optical nonlinearity at THz fre-
quencies, such as through the THz Kerr effects and second-order
nonlinear effects, using GaAs, lithium niobate (LN) or other
materials12,15–17, nonlinear THz techniques and associated
applications are far from mature. In fact, THz nonlinear optics is
still at one of the very active and dynamically changing research
frontiers.

During the past decades, many efforts have been initiated to
enhance the optical nonlinearity. This typically involves increas-
ing the pump intensity or confining the power into small regions,
including the use of high-power lasers, ultrashort laser pulses,
micro metal antennas, or high-quality microcavities18–25. How-
ever, the nonlinear processes in the THz frequency range are
quite difficult to be initiated and implemented, because the peak
electric field of the THz pulses generated with current technolo-
gies is still relatively low compared to that of optical laser
pulses26. Meanwhile, the method of increasing pump intensity
always brings the risk of destruction of the nonlinear materials.
Therefore, improving the efficiency of nonlinear generation by
enhancing the nonlinear susceptibility of the optical materials,
rather than by merely increasing the laser peak intensity, becomes
much desired for THz waves and other high-frequency
light waves.

In recent years, it was largely realized that high mobility of the
electrons could enhance nonlinear susceptibilities, and indeed
strong nonlinear optical phenomena were observed in
semiconductors27 as well as in different two-dimensional (2D)
materials including graphene9,13,28,29, MoS230, and WSe231,32.
Other mechanisms such as dipole coupling could also lead to
such enhancement33,34. These studies mostly focused on high
frequency electromagnetic waves beyond near-infrared where
only the electronic nonlinearity contributes, because ions are too
heavy to respond to such fast oscillations. The experimental study
of strong ionic nonlinearity was actually dated back to 1971, when
the corresponding nonlinear response was achieved in the
microwave spectral range35. It was also demonstrated that the
contribution of ionic nonlinearity is significantly superior to that
of the electronic one. Therefore, a natural question arises: can the
phonon polariton, a coupling state of optical phonon and THz
wave36–38, be employed to trigger the ionic nonlinearity in the
nonlinear crystals so as to enhance the optical nonlinearity at
THz frequency?

In this article, we demonstrate experimentally a giant second-
order nonlinear susceptibility at THz frequency, representing not
only five orders of magnitude increase as compared to that for
visible light but also three orders of magnitude larger than that for
microwave. Different from the previous work on the THz gen-
eration through DFG process, both the input and output signals
in our system are THz waves. Moreover, the dynamic process of
nonlinear generation is directly observed in a thin-film waveguide

using a time-resolved imaging technique. We emphasize that the
nonlinearity enhancement achieved here is mainly attributed to
the strong phonon-light coupling rather than merely from the
ionic nonlinearities, and the giant second-order nonlinearity for
DFG is realized under a phase-matching configuration by judi-
cious design of the waveguide dispersion. Furthermore, we pro-
pose a nonlinear modification to the well-known Huang
equations36,37 to explain the observed enhancement phenom-
enon, and show that the delocalized phonon polariton can sig-
nificantly enhance the nonlinear susceptibility at THz frequency.

Results
Direct observation of the dynamic process of THz difference-
frequency generation. In previous experiments, THz waves have
been generated by using a femtosecond laser to pump a thin LN
wafer39–42. However, since the laser pulses travel faster than the
THz waves in LN, velocity mismatch emerges in the conventional
setup41, which hampers the efficient generation of quasi-
monochromatic THz waves. In our experiment, the design pro-
posed by Lin et al is adopted and improved to generate the THz
waves with two different frequencies simultaneously43. As shown
in Fig. 1, a grating is placed in the beam path, whose first-order
diffraction generates a tilted-wavefront at the entrance facet of the
sample, shown by the red ellipsoid in Fig. 1a. Velocity matching is
realized by carefully selecting the tilt angle α such that the pro-
jection of the laser velocity on the LN wafer equals to that of the
THz waves. Figure 1a illustrates how the tilted-wavefront of the
pump pulses matches that of the generated THz waves, and
Fig. 1b shows the experimental setup (more details in Methods).
The sample we used is a 50 μm-thick thin-film waveguide for THz
waves44.

The theoretical dispersion relation for the effective-phase
refractive index neff of the transverse electric (TE) LN waveguide
modes is shown by the cyan curves in Fig. 2a44. Consider that a
certain wavefront tilt angle α of the pump pulses is chosen, which
determines the speed of c/tanα with which the overlapping region
between the pump and LN waveguide is swept over the
waveguide. Then, waveguide modes are excited and travel at a
phase velocity of c/neff, matching the sweeping velocity. There-
fore, the matching condition for the generation of multi-cycle
THz waves can be given by neff= tanα43. Here, the angle α is set

Fig. 1 Experimental setup and illustration of velocity matching between
pump pulse and generated THz wave. a Velocity matching of the tilted-
wavefront pump laser and the generated THz wave. The red ellipsoids
indicate the wavefront of the pump pulse. The red arrows indicate the
propagation direction of the pump pulse. b Experimental setup and
detection of THz waves based on a pump-probe technique. CyL: cylindrical
lens; LN: lithium niobate sample; CL: convex lens.
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at 74° and the corresponding effective index is neff tanα= 3.38
Then, the zero and the first order waveguide modes are excited at
their specific frequencies v0 and v1, respectively, as shown in
Fig. 2a (higher-order modes are beyond the optical rectification
envelop of pump laser). As both modes travel at the same
phase velocity but with different frequencies (v0 and v1), their
difference frequency can be generated by the nonlinear response
of the medium.

The propagation of THz waves inside the LN waveguide causes
a refractive index change in the LN wafer via the electro-optic
effect (see in Methods)42,46,47. The probe beam is frequency-
doubled to 400 nm and expanded to illuminate the entire sample.
Then the probe beam is modulated after propagating through
the LN wafer, and a corresponding phase shift is imparted
proportional to the distribution of refractive index42. The phase-
to-intensity conversion is accomplished by a phase-contrast
imaging technique, so that the information could be collected by
the CCD camera. The time delay between the pump and probe
pulses is changed through moving the mechanical delay line, then
the full spatiotemporal evolution of THz waves is obtained from
the image sequence. Figure 2b shows the spatiotemporal
propagation of the THz waves. By performing a 2D fast Fourier
transformation to the spatiotemporal propagation function of the
THz waves, the dispersion relation of the THz waves can be
obtained, as shown in Fig. 2c. The THz wave profile (color
mappings) matches well with the zero and first-order transverse
electric (TE) modes of the LN waveguide (dashed green curves).
Most importantly, the DFG signal is also observed, marked by a
dashed red circle in Fig. 2c, which does not match any modes of
the waveguide.

By choosing some characteristic snapshots from recorded
Supplementary Movie 1, the entire process of the DFG can be
directly visualized, as presented in Fig. 3, where Fig. 3a–d show
the propagation patterns at 11, 22, 33, and 44 ps after the initial
generation of the THz wave. In this system, the THz wave is not
generated immediately after the pump laser pulse enters the
sample, but it involves the entire process that lasts for about 10 ps
(see in Supplementary Movie 1). During this process, the later-
generated THz waves are superposed onto the former generated
ones as they propagate, forming multi-cycle and quasi-
monochromatic THz pulses44. The interaction length of the
tilted-wavefront pump on the LN is estimated to be 0.89 mm, the
distance that THz waves propagate in about 10 ps. Figure 3a,
taken at 11 ps, presents the initial wave packet launched into the
waveguide after the generation, where the two components with

different frequencies are mixed in the same position. Then the
two components gradually walk off due to the strong waveguide
dispersion. Figure 3b, c shows the spreading of the wave-packet
during propagation, which finally leads to an obvious separation
between a faster low-frequency (LF) component and a slower
high-frequency (HF) component. During this process, the phase-
matching condition is satisfied because they both match with the
pump laser, so the two components with central frequencies of v0
and v1 have identical phase velocity but different group velocities
caused by the waveguide dispersion45. The identical phase
velocity entails the observation and monitoring of the DFG
signal, while the different group velocities lead to their walk-off in
time, as shown in Fig. 3.

Calculation and experimental estimation of the giant second-
nonlinear susceptibility. For further analysis, the electric field
oscillations at four positions are presented in Fig. 4 as a function
of time. Figure 4a presents the time-dependent signals obtained at
the position of about x1= 1.18 mm, x2= 1.82 mm, x3= 2.39 mm,
and x4= 3.44 mm. The coordinates of the positions are deter-
mined by setting x= 0 at the location where the generation of the
THz waves is initially started. Figure 4b shows the pertinent
Fourier transforms that reveal the spectral composition of the
time signals. It can be seen that three frequency components
essentially make up the total spectrum. When the THz waves
reach position x1, the two dominant peaks can be observed: one
centered around the frequency v0 ≈ 0.35 THz belonging to the
zero-order mode, and the other centered around the frequency
v1 ≈ 1.1 THz pertinent to the first-order mode. Furthermore,
there emerges a peak in the spectrum centered at the difference
frequency vd= v1−v0 ≈ 0.76 THz. This peak is of particular
interest because it is the DFG signal of v0 and v1, which originates
from the giant nonlinearity of LN. Here, the walk-off effect of
the wave packets with central frequencies of v0 and v1 appears,
since they have different group velocities due to the strong
waveguide dispersion45. Therefore, at position x2= 1.82 mm, the
DFG mode decays significantly and exhibits an obvious high
radiation loss. At position x3= 2.39 mm, we can no longer see the
DFG signal. In addition, all the modes are attenuated gradually
with the propagation due to the frequency-dependent absorption
in LN48. The DFG signal exhibits clearly a stronger dissipation
because it is not supported by any modes of the waveguide.
Additionally, the peak intensity of THz waves corresponding to
frequency v0 does not follow the same trend of v1. Specifically, v1
decreases only, whereas v0 initially increases significantly and

Fig. 2 Experimental results of nonlinear generation of THz waves. a Selection of velocity matching, where the zero and the first order TE waveguide
modes of the THz waves plotted by cyan curves are chosen to match the pump laser pulses plotted as the red line. b Experimental observations of the
spatiotemporal propagation of THz waves in LN waveguide. c The dispersion relation of THz waves by performing a 2D fast Fourier transformation of b.
The two white solid lines indicate the light cone in vacuum and bulk LN, the dashed green curves represent the theoretical calculation for the waveguide
modes, and the color mapping shows the THz field amplitude generated by the velocity matching technique, where the DFG signal is marked by a dashed
red circle.
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only starts to decrease between positions x3 and x4. This is due to
that the material absorption is much higher for v1 than v048, and
also the generation power of v0 and v1 is different, so the peak
field intensity for v1 is much lower and also comes earlier than v0.
The DFG power should be proportional to the product of v0 and
v1, but it also suffers from material absorption and large wave-
guide attenuation. All of the factors account for a very compli-
cated intensity variation of the THz waves, as shown in Fig. 4b.

The spectrum at position x1= 1.18mm is used to evaluate the
nonlinear susceptibility in the experiment. As shown in Fig. 5a, each
frequency component is fitted to a Gaussian function. Then, the
electric field oscillation in the time domain of each frequency
component is given by its inverse Fourier transform, as shown in
Fig. 5b. The peak values of the electric fields for the three frequencies
are A0(v0)= 3.289 × 106 V/m, A1(v1)= 1.713 × 106 V/m, and
Ad(vd)= 0.935 × 106 V/m. These peak fields are chosen to make
sure the evaluated value be a lower limit of the real nonlinear
susceptibility, since it is difficult to choose real field intensities for
the THz short pulses. Actually, it is nontrivial to calculate the
second-order nonlinear susceptibility here as compared to that for

the absorption-free bulk materials, because of the tricky waveguide
dispersion and the strong frequency-dependent absorption of
the LN material. In order to estimate the experimental value of
the second-order nonlinear susceptibility χ(2), a custom model
according to nonlinear optics was constructed which contains the
pump laser generation of input THz waves with frequencies of v0
and v1, the mode attenuation of DFG frequency v1, and the
absorption of LN materials. In the model, we considered two special
aspects in our system: (i) The mode dispersion of the LN
waveguide45 causes the major difference. On the one hand, the
THz waves generated by the difference frequency vd= v1−v0 are not
the eigenmodes, so they are not supported by the LN waveguide. On
the other hand, the mode dispersion also causes a walk-off effect in
time between THz waves with frequencies v0 and v1; (ii) The
absorption of THz waves by the LN material also brings about some
influence. Hence only the final result of |χ(2)|>1.58 × 10−6 m/V is
shown in Table 1, while the complete calculation is given in the
Supplementary Note 1. To be consistent, all the employed
evaluations and approximations are so taken to make sure that
the calculated nonlinear susceptibility shows a lower limit of the real

Fig. 3 Direct observation of the DFG process for THz waves. a–d are snapshots from Supplementary Movie 1 taken at 11, 22, 33, and 44 ps after the THz
waves were initially generated. LF and HF indicate the lower and higher frequency components, and their walk-off effect during propagation is clear.

Fig. 4 Evolution of the THz optical field with time at different positions and their corresponding Fourier spectra. a The field oscillation of THz waves as
a function of time at various positions of x1= 1.18 mm, x1= 1.82 mm, x1= 2.39mm and x1= 3.44mm relative to the position where THz waves are
generated. LF and HF indicate the lower and higher frequency components which also show their walk-off during propagation. b Corresponding Fourier
spectra of the matched THz waves at frequencies v0 and v1, as well as their DFG signal at the four positions.
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value. Even so, the calculated value of χ(2) at THz frequency is at
least five orders of magnitude larger than that for visible light and
three orders of magnitude larger than that for microwave radiation.
Generally, the second-order susceptibility is a tensorial quantity. In
our experimental setup, considering that the input and output THz
signals are all polarized along the z-direction, the notation “χ(2)”

here represents the tensorial element χ 2ð Þ
333 of LiNbO3 crystal. Besides,

additional results about pump-power dependence are provided and
the pertinent results agree well with our expectation (see the
Supplementary Note 2). Moreover, this result also shows remarkable
advantages when compared with other common nonlinear optical
materials, as seen in Supplementary Table 2. From Supplementary
Table 2, it can be seen that the LiNbO3 crystal has the largests
phonon-polaritons enhanced nonlinear susceptibility, many orders
of magnitude larger than those of traditional semiconductor crystals,
organic crystals, and metasurfaces.

Theroretical anaylsis of phonon-polariton enhanced non-
linearity with modified Huang equations. In order to give a
clear explanation of the above observed nonlinear phenomenon,
we employ classical nonlinear optics as the first principle. For the
nonlinearity of electrons, the quantitative descriptions can be
found in many textbooks1,2. The nonlinearity of ions can also be
described in a similar way49, and a value without the contribution
of phonon polaritons is easy to calculate. When the contribution
of phonon polariton is involved under an external driving of the

THz wave, the Lorentz oscillation model for lattices should
be rewritten according to the Huang equations37–39, shown as
follows

€x þ γ _x þ ω2
0x ¼ b12E � ax2 þ ðq=mÞETðtÞ; ð1aÞ

P ¼ ϵ0ðεð1Þ � 1ÞE þ b21x: ð1bÞ
where the motion amplitude of ions is represented by x, with its
electric charge and effective mass indicated by q and m, and ET(t)
stands for the corresponding driving THz field. The strength of
the damping force and the anharmonicity (i.e., the nonlinearity)
are characterized by parameters γ and a, respectively. Here ω0

represents the eigen angular frequency of the ions, and ϵ0 is
the permittivity of vacuum. In particular, the term b12E in
Eq. (1a) represents the contribution of phonon polariton,
where the values of the coupling coefficients are determined by
b12 ¼ b21 ¼ ω0

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ϵ0ðεð0Þ � εð1ÞÞ

p
, with ε(0) and ε(∞) stand for the

low- and high-frequency relative permitivity of the material,
respectively37–39. E shows the macroscopic electric field radiated
by the ions. Equation (1b) describes the dependence of the
polarization P on E field and x.

With the help of Maxwell’s equations, the polarization P can be
eliminated from the above equations, and thus Eq. (1a, 1b) can be
written as

�ω2x � jγωx þ ω2
0x ¼ b12E � ax2 þ ðq=mÞET ðtÞ;

�ϵ0μ0ω
2ε 1ð ÞE � ω2μ0b21x � ∇2E ¼ 0

ð2Þ

Here, the conventional method in nonlinear optics is used1,
and it is assumed that x= x0e−jωt and E= E0e−jωt with ω being
the angular frequency of the driving THz field, where x0 and E0
are independent of t. The permeability of the vacuum is taken
to be μ0= 4π × 10−7 H/m when a non-magnetic material
is considered. If the propagation of E in space is described as
ej

ffiffiffiffiffi
εð0Þ

p kr , the derivative of E to space can be eliminated as
∇2E ¼ �εð0Þk

2E ¼ �εð0Þðω2=c2Þx. Then, the following equation
can be obtained

εð0Þ � εð1Þ
c2

E ¼ μ0b21x: ð3Þ

Here, c ¼ 1=
ffiffiffiffiffiffiffiffiffi
ϵ0μ0

p
indicates the light speed in the vacuum.

From Eq. (3), it can be seen that b12E ¼ ω2
0x. Substituting it into

Fig. 5 Fitting of measured DFG spectrum and comparison of second-order nonlinear susceptibility. a Spectrum of the THz waves at position x1 and
Gaussian fittings of all the three frequency components. Blue and green curves fit v0 and v1, while the red curve fits the DFG signal vd. b Corresponding
inverse Fourier transform showing time domain oscillations for v0, v1, and vd.

Table 1 Comparison between experimentally obtained
second-order nonlinear susceptibility and theoretically
calculated values, along with prior results obtained at other
frequency36.

Frequency χ(2) (m/V, LN, extraordinary light)

Theorya (ions) Experimentb Theorya

(phonon
polariton)

Visible light 4.0 × 10−11

THz wave 8.0 × 10−11 >1.58 × 10−6 ~1.7 × 10−5

Microwave 6.7 × 10−9

a Theoretical value (ions) is calculated by Lorentz model of ions, and theoretical value (phonon
polariton) is calculated by nonlinear Huang equations, Eq. (1).
b Experimental values for visible light and microwave are quoted from36.
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Eq. (2), the restoring force is canceled, as shown in Eq. (4).

�ω2x � jγωx ¼ �ax2 þ q
m

� �
ET ðtÞ: ð4Þ

This equation is known as the Drude dispersion equation,
which indicates a remarkable delocalization of phonon-polar-
itons, since the restoring force is canceled from the Lorentz
dispersion equation. The mobility of phonon-polaritons is
comparable to that of the free electrons in a metal, which is
described by the classical Drude dispersion model. This also
suggests a theoretical framework to show why the obvious
propagation of phonon-polaritons was experimentally
observed40,45. By adding the phonon polaritons, the ionic
nonlinearity can be significantly improved, which is very
important for the remarkable enhancement of the nonlinearity
at THz frequencies, as observed in our experiment.

The second-order nonlinear susceptibility can be calculated by
the Miller’s rule46,50, and the Miller’s constant is given by

δM ¼ χð2Þðω3;ω1;ω2Þ
χð1Þðω1Þχð1Þðω2Þχð1Þðω3Þ

; ð5Þ

where the linear susceptibilities χ(1) can be calculated from Eq.
(1a, 1b). By using the definition DðωiÞ ¼ �ω2

i � jωiγ, the linear
susceptibility can be written as1

χð1ÞðωiÞ ¼
Nq2

ϵ0m
1

DðωiÞ
: ð6Þ

Here i= 1,2,3, j is the imaginary unit, N is the number of
oscillators per unit volume, and ϵ0= 8.85 × 10−12 F/m. In Eq. (5),
the magnitude of the Miller’s constant is determined by

jδMj ¼
maϵ20
N2q3

: ð7Þ

Under the assumption that the magnitudes of the harmonic
and anharmonic terms in the potential energy should be equal
when x is of the same order of magnitude as the lattice
spacing1,46, we can get the parameter

a � ω2
0N

1=3: ð8Þ
Take the values for an LN crystal, ω0= ωTO= 7.6 THz, which

is the resonant frequency of the lowest order of transverse optical
phonons. The values of the other parameters51,52 are N= 6.29 ×
1027 m−3 and γ= 0.84 THz. The transverse optical phonons
are considered as an A1 soft mode18, m+=m(Nb5+)= 93 u, and
m_= 3m(O2−)+m(Li+)= 55 u, where 1 u =1.66 × 10−27 kg. The
reduced mass is m= (m+m_)/(m++m_), and the charge q= 5e,
where e= 1.60 × 10−19 C is the elementary charge. The second-
order nonlinear susceptibility at THz frequency is calculated to be
jχ 2ð Þ

pp j ¼ 1:70 ´ 10�5 m/V from Eqs. (4) to (8). In contrast, if only
the ionic nonlinearity is considered but neglecting the phonon
polaritons, the value can be simply calculated by the Lorentz
model for the ions, which leads to jχð2Þionj ¼ 8:0 ´ 10�11 m/V.
Clearly, our experimental result is much closer to jχ 2ð Þ

pp j but orders
of magnitude higher than jχð2Þionj, indicating that the phonon
polariton does contribute and plays the major role for the
observed THz nonlinearity.

We have presented a direct observation of the dynamic process
of THz DFG in LN wafer, where the nonlinear susceptibility is
found to be orders of magnitude larger than that in visible and
microwave regimes. In our experiment, the signal from the DFG
is selectively enhanced (compared with that from the SHG), and
the corresponding nonlinear susceptibility was calculated based
on the assumption that the effect of pump laser is totally ignored
(see Supplementary Note 2 for details). This unusual phenom-
enon is explained by introducing a nonlinear modification to the

classical Huang equations, providing also a theoretical explana-
tion to the delocalization of phonon polaritons for the first time
to the best of our knowledge. In the ionic crystal, the delocalized
phonon polaritons can lead to a giant enhancement of the optical
nonlinearity at THz frequency by increasing the ionic polariza-
tion. Although in our experiment, both the input and output THz
signals are generated inside the crystal, this giant nonlinearity
mediated by phonon polaritons still works when the THz waves
are inputted from external sources, just as in quantum cascade
lasers. Furthermore, using better monochromatic THz sources
would obtain a higher efficiency because then the interaction
distance could be much longer. Meanwhile, the system loss could
also be reduced in a subwavelength waveguide, by a better
waveguide mode design, or a better growing crystal. Such high
nonlinearities may find valuable practical applications such as on-
chip integration of THz waves. For example, the giant
nonlinearity at THz frequency induced by phonon polaritons
may be employed for the generation of THz supercontinuum
spectra or THz frequency combs, which may find applications in
numerous physical, chemical, and biological systems with
characteristic THz fingerprints. In addition, the nonlinear
susceptibility for high-frequency light can also be enhanced by
delocalized phonon polaritons, because electrons could inherit
immense nonlinearity from the delocalized phonon polaritons by
coupling with them, which is useful for many applications
including optical control of spin qubits in semiconductors.
Moreover, the delocalized phonon polaritons may enable effective
modulations to many properties of ionic crystals (such as in
optomechanics, thermo-optics, electro-optics, and magneto-
optics), as well as domain structures and phase transitions of
ferroelectric/ferromagnetic crystals.

Methods
Generation of THz waves. The experiment is performed using a Ti: sapphire
femtosecond laser system with a central wavelength of 800 nm, a repetition rate of
1 kHz, and a pulse duration of about 120 fs. The laser output is split into a pump
pulse (450 μJ, beam radius of about 0.5 mm) and a probe pulse (frequency-doubled,
400 nm, 50 μJ, beam radius of about 8 mm), and they can be delayed relatively to
one another to give a time resolution of about 100 fs for the time-resolved imaging
system.

To generate two THz waves with different frequencies simultaneously, a grating
with 1200 lines/mm is used to tilt the wavefront of the pump pulse, thus to match
the first two orders of the waveguide modes. The grating is imaged at the entrance
facet of the sample by directing the first-order diffraction through a single
cylindrical lens with a focal length of 10 cm44.

The tilt angle α of the pulse on the sample surface depends on the angle of
incidence of the pump beam onto the grating as well as on the magnification M of
the imaging system. The angle of incidence is held constantly at 20°, which yields a
tilt angle α1= 46° for the first-order diffraction light. The magnification of the one-
lens imaging system is varied by moving the grating and lens while keeping the
location of the image plane fixed on the sample surface. The resulting tilt angle at
the sample is given by the relation tanα= tanα1/M. The interaction length,
determined by the pump spot size on the grating as well as the magnification, can
achieve a very broad range44. To generate the THz waves, a magnificationM= 0.31
is chosen here, which yields α= 74° and an effective refractive index of neff= 3.38.

Detection of THz waves. Generated THz wave propagates along the x direction.
To visualize the THz field, a probe beam is used that is spatially filtered and
expanded to illuminate the whole sample homogeneously42,51. Since LN is an
electro-optical material, the THz wave would cause a refractive index variation Δn
(x,z) when propagating in the waveguide. The probe beam propagates in y direc-
tion through the sample of thickness l and thereby gathered an integral phase-shift
Δϕopt(x,z) in respect to the refractive index variation. The relation between the THz
field ETHz(x,z) and the phase shift is given by42

Δϕopt x; zð Þ ¼ 2π
l

λopt
Δn x; zð Þ ¼ 2π

l
λopt

n3e r33
2

ETHz x; zð Þ ð9Þ

where l is the thickness of the sample and λopt is the wavelength of the probe beam.
Extraordinary polarization is chosen for the pump, probe and THz waves, to
achieve an optimum THz signal. Accordingly, ne and r33 in Eq. (9) refer to the
(extraordinary) refractive index and electro-optic coefficient of the LN crystal,
respectively.
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In order to visualize the phase-shift, a phase-contrast method is employed. This
method involves imaging the sample onto a CCD camera using a 4f system with
two achromatic lenses having a focal length of 10 cm and usage of a λ/4 phase plate
in the Fourier plane (focal plane) of the system. The phase plate introduces a λ/4
phase shift to the zero-order diffraction component in the Fourier plane. Thus, the
phase image is transformed into an intensity image with42,47,52

I x; zð Þ ¼ I0 x; zð Þ 3� 2 cosΔϕopt x; zð Þ � sinΔϕopt x; zð Þ
h in o

¼ I0 x; zð Þ 3� 2
ffiffiffi
2

p
cos

π

4
þ Δϕ

� �h i ð10Þ

where I0(x,z) is the intensity distribution of the original probe beam (at Δϕopt= 0).
Here, the field intensity of THz waves is very strong, so the specific value of Eq.
(10) cannot be treated as a linear approxiamation40. Consequently, the phase in the
sample can be obtained from

Δϕopt x; zð Þ ¼ arccos

ffiffiffi
2

p

4
3� I

I0

� �� �
� π

4
: ð11Þ

Therefore, the electric field intensity of the THz waves could be calculated
according to the measurement of the probe intensity with and without THz waves.

Data availability
The data that support the findings of this study are available from Y.L. or Q.W. upon
reasonable request.

Received: 29 June 2020; Accepted: 28 April 2021;

References
1. Boyd, R. W. Nonlinear Optics. (Elsevier, 2003).
2. Shen, Y. R. The Principles of Nonlinear Optics. (Weily-Interscience, 1984).
3. Brabec, T. & Krausz, F. Intense few-cycle laser fields: frontiers of nonlinear

optics. Rev. Mod. Phys. 72, 545 (2000).
4. Dudovich, N. et al. Single-pulse coherently controlled nonlinear Raman

spectroscopy and microscopy. Nature 418, 512–514 (2002).
5. Lind, A. J. et al. Mid-infrared frequency comb generation and spectroscopy

with few-cycle pulses and χ(2) nonlinear optics. Phys. Rev. Lett. 124, 133904
(2020).

6. Rivas, Á. & Luis, A. Precision quantum metrology and nonclassicality in linear
and nonlinear detection schemes. Phys. Rev. Lett. 105, 010403 (2010).

7. Tsarev, D. V. et al. Nonlinear quantum metrology with moving matter-wave
solitons. N. J. Phys. 21, 083041 (2019).

8. Lee, M. H. et al. Band-resolved analysis of nonlinear optical properties of
crystalline and molecular materials. Phys. Rev. B 70, 235110 (2004).

9. Majeed, A. et al. Broadband THz absorption spectrometer based on excitonic
nonlinear optical effects. Light Sci. Appl. 8, 29 (2019).

10. Nicoletti, D. & Cavalleri, A. Nonlinear light–matter interaction at terahertz
frequencies. Adv. Opt. Photonics 8, 401–464 (2016).

11. Freysz, E. & Degert, J. Terahertz Kerr effect. Nat. Photonics 4, 131–132 (2010).
12. Hoffmann, M. C. et al. Terahertz Kerr effect. Appl. Phys. Lett. 95, 231105

(2009).
13. Hafez, H. A. et al. Extremely efficient terahertz high-harmonic generation in

graphene by hot Dirac fermions. Nature 561, 507 (2018).
14. Sasaki, Y. & Yuri, A. Terahertz-wave surface-emitted difference frequency

generation in slant-stripe-type periodically poled LiNbO3 crystal. Appl. Phys.
Lett. 81, 3323 (2002).

15. Hebling, J. et al. High-power THz generation, THz nonlinear optics, and THz
nonlinear spectroscopy. IEEE J. Sel. Top. Quant. 14, 345–353 (2008).

16. Hebling, J. et al. Nonlinear lattice response observed through terahertz SPM.
in Ultrafast Phenomena XVI, Berlin, Heidelberg, 651–653 (2009).

17. Dekorsy, T. et al. Infrared-phonon–polariton resonance of the nonlinear
susceptibility in GaAs. Phys. Rev. Lett. 90, 055508 (2003).

18. Franken, P. A. et al. Generation of optical harmonics. Phys. Rev. Lett. 7, 118
(1961).

19. Dougherty, T. P. et al. Femtosecond resolution of soft mode dynamics in
structural phase transitions. Science 258, 770–774 (1992).

20. Lapointe, J. et al. Nonlinear increase, invisibility, and sign inversion of a
localized fs-laser-induced refractive index change in crystals and glasses. Light
Sci. Appl. 9, 64 (2020).

21. Darrow, J. T. et al. Saturation properties of large-aperture photoconducting
antennas. IEEE J. Quant. Elect. 28, 1607 (1992).

22. Noskov, R. E. et al. Nonlinear metal–dielectric nanoantennas for light
switching and routing. N. J. Phys. 14, 093005 (2012).

23. Zhang, X. et al. Symmetry-breaking-induced nonlinear optics at a microcavity
surface. Nat. Photonics 13, 21 (2019).

24. Yang, K. Y. et al. Bridging ultrahigh-Q devices and photonic circuits. Nat.
Photonics 12, 297 (2018).

25. Lourés, C. R. et al. Nonlinear cavity and frequency comb radiations induced
by negative frequency field effects. Phys. Rev. Lett. 115, 193904 (2015).

26. Leitenstorfer, A. et al. Focus on nonlinear terahertz studies. N. J. Phys. 16,
045016 (2014).

27. Giorgianni, F. et al. Strong nonlinear terahertz response induced by Dirac
surface states in Bi2Se3 topological insulator. Nat. Commun. 7, 11421 (2016).

28. Yumoto, G. et al. Ultrafast Terahertz nonlinear optics of landau level
transitions in a monolayer graphene. Phys. Rev. Lett. 120, 107401 (2018).

29. Zhang, Y. et al. Doping-induced second-harmonic generation in
centrosymmetric graphene from quadrupole response. Phys. Rev. Lett. 122,
047401 (2019).

30. Yin, X. et al. Edge nonlinear optics on a MoS2 atomic monolayer. Science 344,
488 (2014).

31. Seyler, K. L. et al. Electrical control of second-harmonic generation in a WSe2
monolayer transistor. Nat. Nanotechnol. 10, 407 (2015).

32. Lin, K. et al. Quantum interference in second-harmonic generation from
monolayer WSe2. Nat. Phys. 15, 242 (2019).

33. Van Loon, M. A. et al. Giant multilight absorption for THz resonances in
silicon hydrogenic donors. Nat. Photonics 12, 179 (2018).

34. Walther, V., Robert, J. & Pohl, T. Giant optical nonlinearities from Rydberg
excitons in semiconductor microcavities. Nat. Commun. 9, 1309 (2018).

35. Boyd, G. D. et al. Microwave nonlinear susceptibilities due to electronic and
ionic anharmonicities in acentric crystals. Phys. Rev. Lett. 26, 387 (1971).

36. Huang, K. Lattice vibrations and optical waves in ionic crystals. Nature 167,
779 (1951).

37. Huang, K. On the interaction between the radiation field and ionic crystals.
Proc. R. Soc. Lond. A 208, 352 (1951).

38. Lu, Y. et al. Giant nonlinearity of THz waves mediated by photon-phonon
strong coupling. in Conference on Lasers and Electro-Optics (OSA Technical
Digest, Optical Society of America, 2020).

39. Bakker, H. J. et al. Observation of THz phonon-polariton beats in LiTaO3.
Phys. Rev. Lett. 69, 2823 (1992).

40. Feurer, T. et al. Terahertz polaritonics. Annu. Rev. Mater. Res. 37, 317 (2007).
41. Wu, Q. et al. Quantitative phase contrast imaging of THz electric fields in a

dielectric waveguide. Opt. Express 17, 9219 (2009).
42. Yeh, K. L. et al. Generation of 10 μJ ultrashort terahertz pulses by optical

rectification. Appl. Phys. Lett. 90, 171121 (2007).
43. Lin, K. H. et al. Generation of multicycle terahertz phonon-polariton waves in

a planar waveguide by tilted optical pulse fronts. Appl. Phys. Lett. 95, 103304
(2009).

44. Yang, C. et al. Experimental and theoretical analysis of THz-frequency,
direction-dependent, phonon polariton modes in a subwavelength,
anisotropic slab waveguide. Opt. Express 18, 26351 (2010).

45. Garrett, C. & Robinson, F. Miller’s phenomenological rule for computing
nonlinear susceptibilities. IEEE J. Quant. Elect. 2, 328 (1966).

46. Wang, Z. et al. Ultrafast imaging of terahertz Cherenkov waves and transition-
like radiation in LiNbO3. Opt. Express 23, 8073–8086 (2015).

47. Wu, X. et al. Temperature dependent refractive index and absorption
coefficient of congruent lithium niobate crystals in the terahertz range. Opt.
Express 23, 29729 (2015).

48. Mayer, A. & Keilmann, F. Far-infrared nonlinear optics. I: χ(2) near ionic
resonance. Phys. Rev. B 33.10, 6954 (1986).

49. O’Brien, K. et al. Predicting nonlinear properties of metamaterials from the
linear response. Nat. Mater. 14, 379 (2015).

50. Barker, A. S. & Loudon, R. Dielectric properties and optical phonons in
LiNbO3. Phys. Rev. 158, 433 (1967).

51. Boysen, H. & Altorfer, F. A neutron powder investigation of the high-
temperature structure and phase transition in LiNbO3. Acta Crystallogr. B 50,
405 (1994).

52. E. Hecht, Optics, Fifth edition (Pearson Education Limited, 2017).

Acknowledgements
This work was funded by the National Natural Science Foundation of China (11974192,
61705013), the National Key R&D Program of China (2017YFA0303800), the Founda-
tion of State Key Laboratory of Laser Interaction with Matter (SKLLIM1903), the
111 Project (B07013), and the Program for Changjiang Scholars and Innovative
Research Team in University (IRT_13R29). We appreciate the helpful discussion with
Prof. Weiping Zang and the constructive advice from Profs. Roberto Morandotti,
Romano A. Rupp, and Dr. Alessandro Tomasino.

Author contributions
Q.W. and J.X. provided the basic idea, Y.L., Q.Z. and Q.W. developed the concept, Y.L.
and Q.Z. implanted the experiment and carried out the data analysis with the help of
Q.W. and Z.C., Y.L., Q.W., Z.C., Q.Z., and X.L. wrote the paper, Q.W. and J.X. supervised
the project.

NATURE COMMUNICATIONS | https://doi.org/10.1038/s41467-021-23526-w ARTICLE

NATURE COMMUNICATIONS |         (2021) 12:3183 | https://doi.org/10.1038/s41467-021-23526-w |www.nature.com/naturecommunications 7

www.nature.com/naturecommunications
www.nature.com/naturecommunications


Competing interests
The authors declare no competing interests.

Additional information
Supplementary information The online version contains supplementary material
available at https://doi.org/10.1038/s41467-021-23526-w.

Correspondence and requests for materials should be addressed to Q.W., Z.C. or J.X.

Peer review information Nature Communications thanks the anonymous reviewer(s) for
their contribution to the peer review of this work. Peer reviewer reports are available.

Reprints and permission information is available at http://www.nature.com/reprints

Publisher’s note Springer Nature remains neutral with regard to jurisdictional claims in
published maps and institutional affiliations.

Open Access This article is licensed under a Creative Commons
Attribution 4.0 International License, which permits use, sharing,

adaptation, distribution and reproduction in any medium or format, as long as you give
appropriate credit to the original author(s) and the source, provide a link to the Creative
Commons license, and indicate if changes were made. The images or other third party
material in this article are included in the article’s Creative Commons license, unless
indicated otherwise in a credit line to the material. If material is not included in the
article’s Creative Commons license and your intended use is not permitted by statutory
regulation or exceeds the permitted use, you will need to obtain permission directly from
the copyright holder. To view a copy of this license, visit http://creativecommons.org/
licenses/by/4.0/.

© The Author(s) 2021

ARTICLE NATURE COMMUNICATIONS | https://doi.org/10.1038/s41467-021-23526-w

8 NATURE COMMUNICATIONS |         (2021) 12:3183 | https://doi.org/10.1038/s41467-021-23526-w |www.nature.com/naturecommunications

https://doi.org/10.1038/s41467-021-23526-w
http://www.nature.com/reprints
http://creativecommons.org/licenses/by/4.0/
http://creativecommons.org/licenses/by/4.0/
www.nature.com/naturecommunications

	Giant enhancement of THz-frequency optical nonlinearity by phonon polariton in ionic crystals
	Results
	Direct observation of the dynamic process of THz difference-frequency generation
	Calculation and experimental estimation of the giant second-nonlinear susceptibility
	Theroretical anaylsis of phonon-polariton enhanced nonlinearity with modified Huang equations

	Methods
	Generation of THz waves
	Detection of THz waves

	Data availability
	References
	Acknowledgements
	Author contributions
	Competing interests
	Additional information




