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Recycling and Self-Healing of 
Polybenzoxazines with Dynamic 
Sulfide Linkages
Mustafa Arslan, Baris Kiskan & Yusuf Yagci

In this work, a recycling and self-healing strategy for polybenzoxazines through both S–S bond 
cleavage-reformation reaction and supramolecular attractions is described. Both recyclable and self-
healable polybenzoxazines can be prepared from low cost chemicals with a simple procedure in only 
30 minutes. For this purpose, inverse vulcanization of poly(propylene oxide)benzoxazine (PPOB) and 
diallybenzoxazine (B-al) with elemental sulfur was performed at 185 °C. The obtained cross-linked 
polymer films exhibited thermally driven recycling ability up to 5 cycles. Moreover, the self-healing 
ability of a test specimen was shown. Spectral characterizations, thermal stability and fracture 
toughness of the films were investigated after each recycling.

In the past few decades, polybenzoxazines (PBZs), also known as benzoxazine resins, emerged as a superior 
alternative to classical resol and novolac type phenolic resins. The main structural difference of PBZs from clas-
sical phenolics is the tertiary amine groups in each repeating unit, which generates immense effect especially 
on hydrogen bonding types and strength. Due to these unique structural characteristics, PBZs exhibit high ten-
sile strength and modulus (100–125 MPa, and 3.8–4.5 GPa, respectively), and high glass transition temperatures 
(Tg) (170–340 °C). Accordingly, these materials, particularly rigid ones or those admixed with transition metals, 
have high service temperatures, char yields, and are stable under acidic/alkali conditions. Unlike the general 
nature of phenolics, PBZs have low water adsorption stemming from strong intra-molecular hydrogen bonding. 
Another important aspect is related to their dimensional stability during synthesis. These resins are obtained by 
ring-opening polymerization of benzoxazine monomers at temperatures between 160–250 °C, sometimes higher, 
without any additive (Scheme 1)1–6. It should be emphasized that 1,3-isomers are the only active benzoxazines 
to undergo such polymerization. According to mechanistic studies, polymerization proceeds via the cationic 
pathway as oxazine rings have N and O atoms, which are capable of stabilizing cations during polymerization7–9.

The other appealing side of PBZs is the synthesis of corresponding benzoxazine monomers, which can be 
accomplished using any suitable phenol, a primary amine, and formaldehyde; therefore, the number of possible 
benzoxazines is large (Fig. 1)10–16. Apparently, this design flexibility brings about a huge molecular diversity and 
control of structure and properties of PBZs. For example, crosslinking density of the resins can be increased by 
introducing dimerizable or polymerizable functionalities on benzoxazines17, 18. The toughness of PBZs can be 
manipulated by using long chain amines and other soft or conversely rigid groups19–22. Gas forming moieties can 
be attached to benzoxazines causing macroporosity to occur during curing; thus, sponge-like materials can be 
obtained, etc23, 24. Such suppleness in the properties of benzoxazine-based materials has led to many patents and 
patent applications.

Apart from monomer synthesis, combining benzoxazines with polymers as main-, side- or end-chains were 
extensively used as an alternative approach to modifying the properties of PBZs. Many different reactions such as 
hydrosilylation25, coupling26–28, Diels-Alder29, 30, Huisgen31, 32, Mannich33–39, esterification40, and addition41–44 etc. 
were successfully applied to obtain curable polymers bearing benzoxazines with designed properties. In recent 
years, research interest has been directed towards benzoxazine-based smart and advanced materials rather than 
alternative materials to conventional phenolics, epoxies and their composites. Although, the use of benzoxazines 
to produce smart materials is relatively premature, several examples such as smart coatings45, 46, shape memory 
PBZs47, nanofoams48, superhydrophobic surfaces49–51, self-cleaning surfaces52, and electrochromic devices53, 54 
were disclosed. Furthermore, self-healing PBZ materials were produced successfully55–57. Adaptability of ben-
zoxazine chemistry was also demonstrated for Li–S battery manufacturing by the reaction of benzoxazines with 
elemental sulfur (S8)58. Actually, the applied strategy, related to thiol-benzoxazine chemistry, was first reported by 
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Gorodisher et al. and triggered synthesis of several thio-polybenzoxazines59. As known, sulfur is melt processable 
and can generate radicals on the S atom at temperatures above 160 °C. The industrially employed vulcanization of 
polybutadienes is based on the ability of thiyl radicals thus formed to react with double bonds. Similarly, inverse 
vulcanization is the treatment of molten sulfur at temperatures above 160 °C with vinylic monomers affording 
stable polymeric materials that could be scaled up to kilograms60–62. Several different materials have already been 
synthesized using this method ranging from IR lenses to mercury sorbents63–67. The process is relatively simple 
and sulfur can be used as much as 90%-wt. in these materials. Thus, cost effective advanced systems can easily 
be obtained by a simple melt process. As part of our continuous interest in developing new benzoxazine based 
materials to expand their applications, we now report the preparation of high sulfur containing tri-component 
recyclable and self-healable PBZs using inverse vulcanization chemistry. Diallyl functional benzoxazine (B-al) 
and main-chain PBZs were synthesized and reacted with sulfur at 185 °C. Inverse vulcanization and ring-opening 
polymerization took place concomitantly to produce poly(benzoxazine-co-sulfide) materials.

Results and Discussions
Designing polymers that respond to temperature, light, ultrasound, pH etc. has been a central endeavor in poly-
mer chemistry. Because, these polymers can significantly alter their properties in a controlled fashion by a stimu-
lus or self-intervention, this is an important aspect for many applications. Self-healable polymers are a branch of 
the above-mentioned smart materials and have gained interest due to the possibility of prolonging their service 
life. In general, the damaged zone must have some sort of chain dynamics in a network structure to reform bonds, 
ensuring the healing. Consequently, a dynamic network equipped with suitable functional groups capable of per-
forming healing reactions are required in a self-mendable material68, 69. Self-healable materials can also be con-
sidered as a potential recyclable polymer70, 71. In this study, according to the stated background, polyether amine 
based PBZ precursor was initially synthesized to provide a dynamic network for PBZs. Thus, poly(propylene 
oxide) bisamine (Jeffamine, PPOA, Mn:2000), bisphenol A (BA) and paraformaldehyde were mixed and refluxed 
in a toluene-ethanol mixture (2:1, v/v) resulting in PBZs precursors (PPOB, Mn: 12200). The other component 
of the recyclable/self-healing system was independently synthesized using allylamine, BA and paraformaldehyde 
yielding diallybisbenzoxazine (B-al) (Fig. 2).

The chemical structure of the PPOB and B-al was confirmed by 1H NMR and FTIR spectral analysis1.H NMR 
spectra of PPOB and B-al are presented in Supplementary Figures S1 and S2, respectively. The appearance of 
protons resonating at 4.91, 4.84 ppm (O–CH2–N), and 4.02, 3.65 ppm (Ar–CH2–N) for PPOB and B-al is clear 
evidence of the benzoxazine ring formations. Moreover, the peak at 1.60 ppm (–CH3) and aromatic protons 
between 7.05–6.62 ppm disclose the bisphenol A moiety in both structures. Apart from PPOB, allyl protons of 
B-al are also visible at 5.92 and 5.23 ppm. Moreover, the FTIR spectra of PPOB and B-al are additional evidences 
for the formation of oxazine rings in both structures (Fig. 3). Allyl C–H and C=C stretching vibrations at 3074 
and 1642 cm−1 are clearly visible. The vibration band of tri-substituted benzene ring of benzoxazine for both 
B-al and PPOB also appears at 1498 and 1510 cm−1, respectively. Besides, the C–O vibration band of PPOB ver-
ify the preservation of polyether structure after synthesis. Moreover, the stretching vibrations of aromatic C–H 

Figure 1. Synthesis of 1,3-benzoxazine monomer and corresponding PBZs.

Figure 2. Synthesis of PPOB and B-al starting from bisphenol A.
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(3004–3062 cm−1) and aromatic C=C (1490–1650 cm−1), the out of plane bending vibrations of aromatic C–H at 
930 cm−1 are detected for both structures.

It is well-known that polysulfides are unstable at ambient conditions and degrade to form cyclooctasulfur (S8). 
However, with the inverse vulcanization approach, reacting S8 with vinylic monomers above 160 °C, yields stable 
polysulfide copolymers. The stability of such polymers was found to be great even for high sulfur contents such as 
90%-wt62. The method is flexible as there are several different vinylic monomers affording advanced materials val-
uable for many applications. Previously, B-al was used as a replacement for classical vinylic monomers to obtain 
high sulfur containing benzoxazine resins72. The allyl groups readily react with sulfur radicals forming C-S cova-
lent bonds between the benzoxazine unit and polysulfide moiety. In the meantime, ring-opening polymerization 
of oxazine takes place producing PBZ. This way, polysulfide is stabilized with PBZ bridges to give a copolymer. As 
known, the S–S bonds in polysulfide chains are dynamic and upon heating these bonds can be broken and regen-
erated at a certain temperature. Thus, S–S linkages are useful in designing a dynamic system such as self-healable 
materials. However, poly(benzoxazine-co-sulfide)s from B-al and S8 are rigid and self-healing was not observed 
for these samples. Therefore, in order to increase the chain mobility and improve the softness of the material, the 
above obtained PPOB was mixed with the B-al/S8 system in varying amounts. The mixture was then heated up 
to 185 °C to realize both curing and inverse vulcanization processes (Fig. 4) yielding copolymers, abbreviated as 
PPOBx-B-aly-Sz (x, y, z are %-wt).

The copolymers are soluble at certain mixing ratios especially at high sulfur feeds. As known, even mono 
functional benzoxazines form insoluble networks upon heating; the observed solubility may be due to the limited 
collusions of benzoxazine monomers arising from the high content of polysulfide and elemental sulfur. However, 
copolymers with low amounts of sulfur are insoluble.

The chemical structure of PPOBx-B-aly-Sz copolymers were confirmed using 1H NMR and FTIR analyses. 
It should be noted that for NMR analysis, soluble copolymers were prepared by increasing sulfur and PPOB 
content. The molecular weight of this polymer was found to be Mn = 32260 as determined by GPC. As seen 
in Fig. 5, when 1H NMR spectra of B-al, PPOB and PPOB50-B-al20-S30 are overlaid, the allyl protons at 5.9 (–
CH=CH) and 5.2 ppm (–CH=CH) disappear after inverse vulcanization evidencing consumption of ally groups 
by sulfurs. Besides, the peaks that emerge at 2.5 ppm (–S–CH2–) after copolymerization also support the sulfur 

Figure 3. FTIR spectra of B-al (a), PPOB (b), PPOB40-B-al40-S20 (c). (*tri-substituted benzene ring of 
benzoxazine).

Figure 4. Synthesis of PPOBx-B-aly-Sz by using PPOB, B-al and S8 with various mixing ratios.
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addition. Moreover, the aromatic and methyl protons of bisphenol A moiety confirm the presence of PBZ in 
PPOB50-B-al20-S30. Disappearance of N–CH2–O protons also shows the complete ring-opening of oxazines.

The overlaid FTIR spectra of B-al, PPOB and PPOB40-B-al40-S20 also reveal the consumption of both allyl 
groups and oxazine rings (Fig. 3). The disappearance of the allylic = C–H, C=C stretching vibrations at 3078 
and 1643 cm−1, respectively, is clearly noted. Formation of s phenolic hydroxyl peak at 3308 cm−1 supports the 
ring-opening polymerization during the inverse vulcanization process. Moreover, the stretching vibrations of 
aromatic C–H (3007–3062 cm−1) and aromatic C=C (1560–1631 cm−1) and C–O ether bands, are detected for 
PPOB40-B-al40-S20. Consequently, the spectral analysis evidently supports that B-al, PPOB, and S8 reacted to form 
a network containing PBZ, polyether and polysulfide components.

In additional to spectral analysis, thermal characterization was performed to survey the benzoxazine ring 
structure before and after inverse vulcanization. As known, the ring-opening polymerization temperatures of 
benzoxazines are generally between 160–250 °C. In Supplementary Figures S3 and S4, DSC thermograms of B-al 
and PPOB were sketched. An onset at 203 °C, end-set at 297 °C and the curing maximum at 266 °C are detectable 
for B-al. Similarly, onset at 222 °C, end-set at 271 °C and a maximum at 253 °C are distinguishable for PPOB. 
These exotherms are drastically affected by the addition of sulfur. As seen in Fig. 6a and Table 1, the onset and the 
maximum curing temperatures of the B-al, PPOB, S8 mixture dropped down to 149 and 185 °C, respectively. The 
admixed S8 reduced the amount of exotherms compared to pristine B-al and PPOB, which can be expected as S8 
acts as extra mass without having any exothermic process at these specific temperatures. Moreover, since the melt-
ing endotherm of S8 is easily detectable, it was used to track the traces of unreacted S8 in the final PPOBx-B-aly-Sz 
products. In Fig. 6b–e, after curing, melting endotherm of S8 is not noticeable for PPOB40-B-al40-S20 showing that 
sulfur is completely consumed by both allyl and oxazine groups. Similarly, curing exotherm of benzoxazines is 
not visible, indicating a complete curing process.

In order to utilize S–S bonds incorporated into the network and provide adequate chain mobility for 
self-healing of PBZs a suitable admixing ratio of PPOB, B-al, and S8 was initially determined. The mixing ratios 
and copolymer properties are tabulated in Table 2. We have recognized that the S8 mass ratio is more critical 
than B-al and PPOB ratios to accomplish the ultimate aim. While the addition of excess sulfur resulted in soluble 
copolymers, conversely a small amount of sulfur yielded brittle, hard and insoluble materials. Moreover, B-al 
and S8 mixtures without PPOB are non-healable and depending on the S8 amount, these copolymers are either 
insoluble and rigid, or soluble. The optimum admixing weight ratios are 40% PPOB, 40% B-al and 20% S8 giving 
the PPOB40-B-al40-S20 copolymer. A sulfur ratio over 20% forms soluble copolymers and below this ratio, yields 
insoluble but highly rigid copolymers lacking required chain mobility for a self-healing system.

Figure 5. Overlaid 1H NMR spectra of B-al, PPOB and PPOB50-B-al20-S30.
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Typically, a self-healable film was prepared by mixing suitable amounts of PPOB, B-al and S8 in a Teflon 
mold covered with a Teflon cap tightened with clamps. The mold was placed in an open-air oven and heated up 
to 185 °C for 60 min. After cooling to room temperature, the cap was removed and the film was carefully sepa-
rated from the mold. The obtained film was black in color and soft enough to cut into two pieces with scissors. 
After, cutting the PPOB40-B-al40-S20 film, the parts were kept in contact from the cut edges in a mold. The mold 
was then covered with a Teflon cap and the material was reheated to heal. After thermal treatment, the film 
reformed itself successfully (Figure S5). It should be expected that, the prepared film self-healed by S–S bond 
cleavage and reforming reactions after heat application. The strong hydrogen bonds of the PBZ domain might 
also contribute to the self-healing, as shown previously73. Briefly, it can be proposed that the healing mechanism 
is a combination of supramolecular attractions and dynamic S–S bond systems facilitated by soft segments in the 
structure. Moreover, another experiment was devised with a similar specimen to exhibit the recycling capacity of 
PPOB40-B-al40-S20. For this experiment, the prepared film was chopped with a knife into many parts. Then, the 
polymer particles were replaced in a Teflon mold and thermally treated as described for self-healing. Five cycles 
of chopping and healing were performed and the film successfully reformed itself after each cycle (Fig. 7 and a 
video as supplementary information).

Apart from visual observations, possible changes in the structure of PPOB40-B-al40-S20 after cycles was mon-
itored by thermal and spectral characterizations. DSC analysis of the film were performed after each cycle and 

Figure 6. DSC thermographs of B-al, PPOB, S8 mixture (a), PPOB40-B-al40-S20 (b), 1st (c), 3rd (d), 5th (e) 
healings.

Compound On-set of Curing (°C) End-set of Curing (°C)
Maximum Curing 
Temperature (°C) Amount of Exotherm (J/g)

B-alb 203 297 266 −280

PPOBb 222 271 253 −20

PPOB40-B-al40-S20 149 206 185 −105

Table 1. DSCa characteristics of B-al, PPOB and PPOB40-B-al40-S20. aDSC thermograms were collected under 
20 mL.min−1 N2 flow and 10 °C.min−1 heating rate. bDSC thermograms of B-al and PPOB are presented in 
supporting information.

Run PPOB (%-wt) B-al (%-wt) S8 (%-wt) Copolymer Properties

1 80 10 10 Soft, inhomogeneous, non-healable

2 60 30 10 Rigid, inhomogeneous, non-healable

3 50 20 30 Soft, soluble, healable

4 50 30 20 Semi-soft, partially soluble

5a 40 40 20 Soft, insoluble, healable

6 35 50 15 Semi-soft, insoluble, partially healable

7 30 50 20 Semi-soft, partially soluble

8 30 50 0 Rigid, non-healable

9 40 40 0 Rigid, non-healable

Table 2. PPOB, B-al and S8 feed ratios for the preparation of PPOBx-B-aly-Sz copolymers. aThese mixing ratios 
yielded insoluble and self-healable material.

http://S5
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the DSC thermograms are presented in Fig. 6. According to DSC results, polysulfide domains seem to be stable 
after each healing cycle and do not revert to S8 form which is easily detectable using the melting endotherm of 
sulfur. Moreover, the network preserved its main components and did not produce small fragments that can 
be volatile during analysis being detected as evaporation endotherms in DSC thermographs. Moreover, FTIR 
examinations of PPOB40-B-al40-S20 after each cycle did not show any distinct structural change in the material. 
In Fig. 8, the overlaid FTIR spectra of B-al and PPOB40-B-al40-S20 after healing cycles are presented. After each 
cycle C–O stretching vibrations of the polyether domain at 1096 cm−1 are visible, providing evidence that the 
PPOB part remained in the network after thermal treatments. Moreover, a broad phenolic O–H band at around 
3308 cm−1 proves that hydrogen bonding was still present and the main PBZ body did not degrade even after 
the 5th cycle. The fingerprint region comparison between FTIR spectra of B-al and PPOB40-B-al40-S20 indicates 
that the component from B-al still remained even after the final thermal treatment. Consequently, thermal and 
spectral inspections did not reveal any detectable structural changes for PPOB40-B-al40-S20 in the determination 
limits of DSC and FTIR.

Even though visual, thermal and FTIR analyses provide information about the recovery potential of 
PPOB40-B-al40-S20, a numeric quantification for recycling was carried out by measuring the recovery of the 
mechanical properties of the film (Figs 9 and 10). Although, various methods are available to quantify the extent 
of healing, recovery of properties such as tensile strength, fracture toughness etc. are generally measured. In these 
measurements, the “healing efficiency” of a self-healing system can be expressed as η (Eq. 1); where Khealed and 
Kvirgin are the areas of stress-strain curve of the healed and virgin specimens74.

η = ×
K
K

100
(1)

healed

virgin

For PPOB40-B-al40-S20 films, fracture toughness of the samples was measured and η was found to be ≈30 
for the cut-healed sample. However, η values were found to be better for recycled samples at ≈88% for the one, 
≈49% for the three, and ≈34% for the five times chopped-healed specimen. The recovery ratio of the cut-healed 
film is drastically smaller than the recovery of the 1st recycling. This phenomenon can be explained by the con-
tact surface area of the particles. In the recycling process, the polymer chopped into many pieces and molded. 
Thus, collusion of S atoms was more likely to form S–S bonds due to the increased surface area. However, for the 

Figure 7. Image of chopping and 5th recycling of PPOB40-B-al40-S20. Chopped sample (a), molding (b), after 
thermal treatment (c).

Figure 8. FTIR spectra of B-al (a), PPOB40-B-al40-S20 (b), and after 1st (c), 2nd (d), 3rd (e), 5th (f) recycling 
processes. (*tri-substituted benzene ring of benzoxazine).
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cut-healed sample only cut edges were kept in contact and the Teflon cap of the mold applied vertical pressure on 
the mold, which may play a negative effect on the contact strength.

Although DSC and FTIR analysis did not reveal any structural change in PPOB40-B-al40-S20, the stress-strain 
test unveils that mechanical properties of the virgin specimen become different after each healing cycle. The 
toughness of the film gradually decreases and rigidity increases after heat exposure. Accordingly, the stress value 
for the sample changes from 877 to 2007 kPa and elongation at break reduces from 79% to 20% after the 5th 
healing cycle. The reduction in toughness is also in accordance with healing efficiencies, since the mobility of the 
chains is reduced after each cycle. This phenomenon can be explained by the shortening of polysulfide chains 
by S–S bond cleavage and reformation reactions. Shorter chains increase the crosslinking density and at the 
same time rigidity which would obviously extinguish self-healing ability at a certain cycle number. On the other 
hand, thermal treatment of PPOB40-B-al40-S20 reinforces the material that is durable under ≈2000 kPa force. 
Thermally induced reduction of the toughness and incremental stress on the films was further investigated. In 
Fig. 9, the difference between PPOB40-B-al40-S20 and its thermal treated state is obvious. As seen, the stress value 
increased from 877 to 1405 kPa after 1 h thermal treatment. Also, the toughness of the film reduced ≈40% after 
heating, which is in accordance with the toughness reduction seen in recycled samples. In addition to mechanical 
analysis, we measured the weight changes of PPOB40-B-al40-S20 for every cycle. A weight change was observed 
(−1.4%) after the first healing which can be explained as the loss of sulfur presumably in the form of H2S gas. The 
formation of H2S during inverse vulcanization of benzoxazines was previously reported72. Acidic phenolic –OH 
groups can still lead to H2S formation in cured samples that are competing with the S–S reforming reaction. This 
possibility might be an additional explanation for chain shortening of polysulfide domains. The reduction in the 
amount of sulfur was also measured by elemental analysis of the samples taken from each heal cycle (Table S1). 
The sulfur content reduced by half at the 5th cycle, compared to the initial sample. These results clearly point out 
that self-healable materials obtained by inverse vulcanization of acidic compounds might have a number of cycle 
limitations due to evaporation of sulfur, possibly in the form of H2S.

The thermal stability of PPOB40-B-al40-S20 for each healing cycle was measured using thermo-gravimetric anal-
ysis (TGA). TGA traces are presented in Fig. 11 and Table 3; derivative TGA is demonstrated in Supplementary 
Figure S6. According to TGA data, the thermal stability of PPOB40-B-al40-S20 film gradually enhances towards 
the 5th healing cycle both in terms of initial degradations and char yields. As can be seen, the PPOB40-B-al40-S20 

Figure 9. Stress-Strain (%) behavior of PPOB40-B-al40-S20 (a), cut-healed specimen (b), only heat treated 
specimen (c).

Figure 10. Stress-Strain (%) behavior of PPOB40-B-al40-S20 (a), 1st (b), 3rd (c), 5th (d) healings.

http://S1
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sample has the lowest T5%, T10% and Tc values at 230, 281 °C, 11% and after 5th cycle, has the highest values at 280, 
321 °C, 16%, respectively. There is a 50 °C difference for T5% and 40 °C for T10% showing sulfur evaporation mainly 
occurs in the range of 200–300 °C. Accordingly, thermal results support the chain shortening of polysulfide 
domains and sulfur loss in the structure. As the chains shorten and the sulfur amount is reduced, the copolymer 
becomes more stiff and resistant to heat. However, Tmax is not affected by the length of polysulfide chains and the 
amount of sulfur in the structures. This value is the same for each cycle at ≈373 °C, indicating that the maximum 
weight loss is mainly dependent on degradation of PBZ domains. Generally, main weight-loss events between 
300–400 °C, are assigned to amine evaporation and is the consequence of the Mannich base cleavage of PBZs. 
Latter weight loss can be ascribed to phenol decomposition thermal aromatization and crosslinking during deg-
radation will finally lead to char formation.

Conclusion
The results presented in this work demonstrate that it is possible to use inverse vulcanization of carefully designed 
benzoxazines to produce poly(benzoxazines-co-sulfide)s with self-healing and recycling property. In the 
approach, benzoxazine bearing PPOB were prepared through conventional main chain PBZ precursor synthesis 
methodology using poly(propylene oxide) amines, bisphenol A and formaldehyde to incorporate flexibility to 
the network. Diallybenzoxazine monomer, PPOB and elemental sulfur were mixed in suitable weight ratios and 
the films were prepared by thermal treatment of these components at 185 °C. Inverse vulcanization took place 
between sulfur atoms and allyl groups; ring-opening polymerization of the benzoxazines occurred concomitantly. 
The synthetic methodology described here, which can be completed within 30 min. by a simple melt process, is 
relatively fast and easy. The self-healing property of the film was demonstrated and it was shown that cross-linked 
films can be recyclable and heal themselves successfully up to 5 times. Evidently, the most appealing part of this 
strategy relies on its simplicity and the low cost of the chemicals that can be converted into advanced materials in 
one-pot, using the conditions outlined here.

Methods
Materials. 4,4′-Isopropylidenediphenol (bisphenol A) (Aldrich, 97%), paraformaldehyde (Acros, 96%), 
poly(propylene glycol) bis(2-aminopropyl ether) (Mn ~ 2000 Da, Aldrich), allylamine (Aldrich, 98%), sulfur 
(S8, colloidal powder, reagent grade, Aldrich), sodium hydroxide (Acros, >97%), sodium sulfate (Acros, 99%), 
1,4-dioxane (Aldrich, 99%), diethylether (Aldrich, ≥98%,), methanol (MeOH, Aldrich, 99%), ethanol ( ≥99.5%, 
Aldrich), toluene (Carlo Erba, 99.5%), chloroform (Acros, 99+%), hexane (Aldrich, 95%) were used as received.

Measurements. All 1H NMR spectra were recorded on an Agilent NMR System VNMRS 500 spectrometer 
at room temperature in CDCl3 or DMSO-d6 with Si(CH3)4 as an internal standard. FTIR spectra were recorded 
on a Perkin-Elmer FTIR Spectrum One spectrometer. Differential Scanning Calorimetry (DSC) was performed 

Figure 11. TGA traces of PPOB40-B-al40-S20 (a), 1st (b), 3rd (c) and 5th (d) healing cycles.

Film T5% (°C) T10% (°C) Tmax (°C)a Tc (%)

PPOB40-B-al40-S20 230 281 374 11

1st healing 257 306 373 14

3rd healing 257 306 373 15

5th healing 280 321 374 16

Table 3. Thermal properties of the PPOB40-B-al40-S20 films after each healing cycle. aThese values extracted 
from derivative of TGA (Fig. S6) presented in supporting information. T5%: The temperature for which the 
weight loss is 5%. T10%: The temperature for which the weight loss is 10%. Tmax: The temperature for maximum 
weight loss. Tc: The char yield at 800 °C.

http://S6
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on Perkin-Elmer Diamond DSC from 30 °C to 320 °C with a heating rate of 10 °C min−1. under nitrogen flow. A 
typical DSC sample was 2–5 mg in a 30 μL aluminum pan. Thermal gravimetric analysis (TGA) was performed 
on Perkin-Elmer Diamond TA/TGA with a heating rate of 10 °C min under nitrogen flow. Uniaxial elongation 
measurements were performed on polymeric film samples (approx. 10 mm length and 2.5 mm2 cross-section 
area). Measurements were carried out using a Perkin Elmer Pyris Diamond DMA (SII Nanotechnology Inc.) 
at 25 °C under 50 mN/min. load speed. The tensile strength and percentage elongation at break were recorded.

Synthesis of poly(propylene oxide)benzoxazine (PPOB). Bisphenol A (5.2 mmol, 1.20 g), paraform-
aldehyde (20.0 mmol, 0.60 g) and poly(propylene oxide) bisamine (PPO) (5 mmol, 10 g) were dissolved with 
100 mL of toluene and 50 mL of ethanol and refluxed for 24 h in a 500 mL round bottomed flask equipped with 
a condenser. The solvent was evaporated under vacuum and a blondish oily product was precipitated in cold 
n-hexane. The precipitation process was done two times. The polymer was dried under vacuum for 1 day.

Synthesis of 6,6′-(propane-2,2-diyl)bis(3-allyl-3,4-dihydro-2H-benzo[e][1,3]oxazine) 
(B-al). In a 500 mL round bottomed flask, allyamine (30.8 g, 0.54 mol) in 1,4-dioxane (200 mL) was cooled in 
an ice bath. Paraformaldehyde (32.4 g, 1.08 mol) was added portion-wise to this solution over 10 min. Thereafter, 
bisphenol A (61.6 g, 0.27 mol) was added to the solution and the mixture was refluxed for 24 h. After this reaction 
time, the solvent was evaporated using a rotary evaporator. The resulting oily product was dissolved in diethyl 
ether (250 mL) and extracted with 0.1 N sodium hydroxide various times to remove unreacted bisphenol A. Then, 
to neutralize the solution, diethyl ether solution washed with distilled water (80 mL) for two times. Afterwards, 
the diethyl ether layer was dried with anhydrous Na2SO4 and filtered. Solvent was evaporated under vacuum and 
the remaining oily product was dissolved in MeOH (30 mL). Water was added drop by drop into the MeOH solu-
tion until it became turbid, and then refrigerated (4 °C). The precipitated sticky mass was obtained by decantation 
of MeOH and washing with excess water. The product was dried under vacuum at 60 °C for 24 h. (Yield, 63%)

General procedure for the preparation of poly(benzoxazine-co-sulfide) (PPOBx-B-aly-Sz). To a 
20 mL test tube, equipped with a magnetic stir bar, PBOB, B-al and sulfur were added. The tube was heated up to 
185 °C with vigorous stirring in an oil bath. In the first 5 minutes a clear orange solution formed. Then, the color of 
the solution changed to brown-black. The overall reaction time was 30 min. in total. After cooling the tube to r.t., it 
was broken and the product was collected. In these reactions, sulfur feed ratios were 10, 15, 20 and 30-wt% while 
the other components’ feed ratios were 30, 35, 40, 50, 60, 80-wt% (see Table 2). A similar procedure was applied 
for film preparations; instead of glass tubes, Teflon molds with Teflon covers were used. The mixture dispersed in 
mold uniformly and the tightly covered mold was placed in an open-air oven and heated up to 185 °C for 60 min. 
After cooling, the cap was removed and the film was separated from the Teflon mold.
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