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Relaxation oscillation of 
borosilicate glasses in supercooled 
liquid region
W. D. Liu, L. C. Zhang & K. Mylvaganam

Most supercooled non-polymeric glass-forming melts exhibit a shear thinning phenomenon, i.e., 
viscosity decreases with increasing the strain rate. On compressing borosilicate glasses at high 
temperature, however, we discovered an interesting oscillatory viscous flow and identified it as a typical 
relaxation oscillation caused by the peculiar structure of borosilicate glass. Specifically, the micro-
structure of borosilicate glass can be divided into borate network and silicate network. Under loading, 
deformation is mainly localized in the borate network via a transformation from the three coordinated 
planar boron to trigonal boron that could serve as a precursor for the subsequent formation of a BO4 
tetrahedron, while the surrounding silicate network is acting as a stabilization/relaxation agent. The 
formation of stress oscillation was further described and explained by a new physics-based constitutive 
model.

The nonlinear rheology of glassy materials is at the very centre of non-crystalline physics and mechanics1–4, 
which represents the complex deformation mechanisms of a variety of advanced amorphous materials includ-
ing soft-matter colloidal suspensions, polymer melts, gels, forms, structural glasses as well as metallic glasses4,5. 
Although significant emphasis has been dedicated in recent years to the dynamic heterogeneity5,6, Phillips-Thorpe 
Rigidity Theory7–11, spatial collective flow2,3,5 and jamming1,12,13 in simple glassy systems, studying the nonlinear 
rheology of complicated structural glasses remains challenging.

The rheological nonlinearities of structural glasses arise from the metastability, topological rigidity and heter-
ogeneity of the network structure7–11 and its relaxation14–17. According to the classic Maxwell equation η = Gτ18, 
the viscosity η of a glass in its supercooled liquid region (SLR) is directly related to the infinite frequency shear 
elastic modulus G and the shear relaxation time τ. If the temperature is high, the small relaxation time can 
quickly release the dynamic heterogeneity of structure produced by external loading, which is characterized as 
a Newtonian fluid. However, if the temperature approaches the material’s glass transition temperature (Tg), the 
unrelaxed dynamic heterogeneity will lead to rheological nonlinearity, i.e., non-Newtonian. Studying the nonlin-
ear rheology of structural glass in its SLR is critical, not only for gaining the fundamental understanding of glass 
science, but also for improving the many advanced techniques used in the production of ultra-precision glass 
components19.

According to the dependence of strain rate, the non-Newtonian liquid can be further divided into two groups: 
shear thickening flow if the viscosity increases with strain rate, and shear thinning flow if the viscosity decreases 
with strain rate20. Generally, traditional silicate melts have a shear thinning flow21, while shear thickening 
flow was only found in some colloid glasses or suspensions20. Lubchenko stated that22 all deeply super-cooled 
non-polymeric fluids, independent of their chemical details, should exhibit simple shear thinning. This statement 
was further supported by recent experimental results covering a wide range of inorganic glass-forming liquids 
including Na2Si2O5, Na2Si3O7, Na2Si4O9, K2Si3O7, K2Si4O9, Li2Si4O9, CaMgSi2O6 etc21. However, all the above 
glass-forming liquids only have one glass network-former (Silicon).

Borosilicate glass is a type of glasses with silica and boron oxide as the main glass-forming networks. The 
material is well-known for its very low thermal expansion coefficient, weak electrical conductivity, high resistance 
to thermal shocks and good stability in terms of corrosion23–26. The newly developed low-Tg Borosilicate glass is a 
material suitable for making precision lenses by thermoforming. Due to the anomalous influence of borate in the 
network, the thermo-mechanics and dynamics of borosilicate glasses are very different with those of traditional 
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silicate glasses, as revealed by many experimental and numerical results27–29. For example, the borosilicate net-
work is constituted from 4-fold coordinated Si and 3- and 4-fold coordinated boron27,30–33. With increasing the 
temperature, rigid 4-fold coordinated boron transforms to softer 3-fold coordinated boron. This transformation 
also contributes to the viscous flow of borosilicate glass31. It is thus expected that this type of materials can have 
more complicated rheological features. However, most studies were only on the changes of viscosity influenced 
by compositions and thermal processing27–29.

This paper aims to investigate the nonlinear rheology of borosilicate glass in its supercooled liquid region. To this 
end, high-temperature uniaxial compression tests will be performed over a wide range of loading conditions. Moreover, 
the underlying microstructural features and viscous flow mechanisms of borosilicate glass will be discussed. Finally, a 
physics-based constitutive model will be established for describing the nonlinear rheology of the material.

Results and Discussion
High-temperature uniaxial compression. In this study, a borosilicate glass L-BSL 7 (Tg ~ 498 °C) was 
selected and a series of high-temperature (above Tg) uniaxial compressing tests were conducted in precision glass 
moulding machine. The details can be found in the section of Methods. Figure 1a presents the true stress-strain 
curve of L-BSL 7 at a loading speed of 5 mm/min and a temperature of 570 °C. Initially, the stress increases from 
zero to 32 MPa linearly. After yielding, the stress presents an oscillation with an amplitude of 5 MPa and a charac-
teristic strain increment of 0.06 in one oscillation cycle. To exclude artificial factors such as machine controlling 
etc., the rheology of soda-lime glass (SiO2-Na2O-CaO) and PMMA (Polymethylmethacrylate) were tested using 
the same machine. Considering that the Tg of soda-lime glass and PMMA are different from that of borosilicate 
glass, the test temperatures were set at 630 °C and 105 °C for them, respectively, to achieve a similar loading force 
with that of L-BSL 7. Their stress-strain curves shown in Fig. 1 clearly indicate that there is no fluctuation, proving 
the oscillation is not induced by machine control.

The strain rate effect on the oscillation was studied under three different loading speeds (2 mm/min, 3 mm/min 
and 5 mm/min), and the stress-strain curves are shown in Fig. 1b. Clearly, the amplitude of the oscillation increases 
with increasing compressive speed. However, it is interesting to note that the characteristic strain of oscillation is 
almost the same. The corresponding nominal viscosities after yielding (Fig. 1c) can be estimated from η σ ε= /3 , 
where σ and ε is uniaxial stress and strain rate, respectively. As shown in Fig. 1c. Both the amplitude and period of 
the oscillation of viscosities are almost the same. The higher the compressive rate, the larger the viscosity is. This is a 
feature of shear thickening phenomenon, which is unexpected for non-polymeric super-cooled fluids22.

To further explore the observed oscillation phenomenon, similar uniaxial compressive tests were carried 
out at two other temperatures (565 °C and 560 °C), with the same loading speed of 2 mm/min. Similar stress 

Figure 1. (a) Stress-strain curves of L-BSL 7, soda-lime glass and PMMA at loading speed 5 mm/min. (b) The 
stress-strain curves of L-BSL at three different compressive speeds and (c) the corresponding viscosity-strain 
curves. (d) The stress-strain curves of L-BSL 7 at three different temperatures.
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oscillations were obtained as shown in Fig. 1d. The amplitude of oscillation increases with decreasing tempera-
ture, but the characteristic strain doesn’t change. The lower the temperature, the higher the viscosity, and thus the 
higher the flow stress is.

To study whether the stress oscillation is influenced by loading history, cyclic load/unload tests were car-
ried out at 570 °C. Briefly, the specimen was heated from room temperature to target temperature (570 °C); after 
10 minutes thermal soaking at 570 °C, the specimen was compressed to 1 mm shorter with a speed of 1 mm/min. 
Then the specimen was unloaded and cooled down to room temperature. After that, another cycle was carried 
out. It is found that after unloading the reloading follows the previous trend of oscillation as shown in Fig. 2a. It 
means that the oscillation is not a simple dynamic event, but can be traced to underlying structure issues.

To check whether the fluctuation is induced by the initial structural heterogeneity and/or phase separation34, 
an annealed sample of L-BSL 7 was prepared by keeping the sample in a furnace at a temperature of 570 °C for 
10 hours. The annealed specimen was also polished and etched by very weak acid solutions (0.5% HF in water)34 
for 24 hours. Presence of any significant phase separation can be identified from the disappearance of the soft 
borate phase that would be etched away by the acid. However, no such evidence was found in the scanning elec-
tron microscope. Figure 2b presents the stress-strain curve of the annealed sample at 570 °C. This curve is very 
similar to those before annealing, which also excludes the possible influence of initial structural heterogeneity, 
water impurities and/or phase separation. Moreover, a new borosilicate glass P-BK7 (with a similar composition 
with L-BSL 7) provided by another supplier Schott, also demonstrated the same phenomenon, as shown in Fig. 2c. 
The characteristic period of strain is about 0.06, the same with that of L-BSL 7 glass. All of these prove that this 
stress oscillation should be an intrinsic property of borosilicate glasses.

Above results indicate that the stress oscillation under uniaxial compressive loading is an inherent mechan-
ical behaviour of borosilicate glass melts. To our knowledge, this oscillation has never been found in common 
silicate glasses. In the SLR of silicate glasses, shear thinning is proposed to be a common rheological feature22. It 
is because with increasing strain rate the shear viscosity is dramatically reduced owing to an increase in the struc-
tural relaxation rate22. Specifically, the high viscosity in super-cooled melts arises from the transient structures 
that last longer than hundreds of atomic vibration periods. Thus, the viscosity of a super-cooled fluid is propor-
tional to the average structural relaxation time. To accommodate external force, the immediate environment 
of the compressive region will relax faster than the surrounding material. A shorter structural relaxation time 
implies a lower viscosity, and hence leads to shear thinning. Apparently, borosilicate glass studied in this paper 
does not follow this scenario.

Relaxation oscillation. Interestingly, similar stress oscillation phenomena have been observed in other 
materials, which is due to the coexistence of localized deformation and surrounding structural relaxation35–41. 
For example, shear thickening suspensions can produce S-shaped stress-strain rate curve with an unstable 
branch35. The existence of this unstable branch leads to cycles of alternation between the thickened state and 
the relaxed state, i.e. shear thickening oscillation. Oscillated or serrated plastic flow has been observed in many 
solution-hardening-alloys such as Ni-C alloy, known as Portevin–Le Chatelier effect36–40. It has been well accepted 
that the serrated plastic flow is caused by dynamic strain hardening. Quasi-periodic avalanche bursts have been 
observed in slowly compressed nickel microcrystals41. The periodic plastic flow arose from the competition of 
fast avalanche glides and slow relaxation processes. Moreover, it was found that the period in strain scale didn’t 
change with strain rate, which is very similar to our observation41.

To reveal the underlying mechanism of stress oscillation observed in borosilicate glasses, it is essential to 
understand the microstructure of borosilicate glass and the possible dynamic processes. Nuclear Magnetic 
Resonance (NMR) showed that the structure of borosilicate glass consists of borate-rich and silicate-rich net-
works, with randomly distributed alkali cations, although the network generation details were not given27,30–33. 
However, our ab initio analysis using the density functional theory as shown in Supplementary Information does 
show such mechanisms. The borate network composed of four-coordinated BO4 units and three-coordinated BO3 
units31. On thermal/mechanical loading the changes in structure and properties of borosilicate glass are mainly 
achieved through the exchange of the two boron speciation via the reaction below

Figure 2. (a) Stress-strain curve during a typical loading/unloading test of L-BSL 7 at a temperature of 570 °C. 
Stress-strain curves of (b) an annealed L-BSL 7 and (c) a new borosilicate glass P-BK7.
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where NBO is non-bridging oxygens, M+ is Alkali ion to balance the partial negative charge on the bridging 
oxygens31. The viscous flow of borosilicate glass can therefore be achieved via the exchange of the basic units, both 
in borate domain and silicate domain31. In borosilicate glass, an NBO under the loading condition can react with 
a BO3 group to form a BO4 unit, which could serve as a temporary intermediate state in viscous flow. The newly 
formed BO4 can break up to form a new NBO27,31.

The first-principle studies by Pedesseau et al.28 showed that in borosilicate glass the transformation of BO3 units 
into BO4 is more complicated than the above-mentioned reaction where the transformation must involve a simulta-
neous change of the silicate sub-network. Edwards et al.42 reported recently that under an isotropic stress, an aniso-
tropic elastic deformation of the BO3 planar triangle transforms to a trigonal pyramid that could serve as a precursor 
for the subsequent formation of a BO4 tetrahedron. We further performed all electron density functional theory 
calculations using Gaussian 09 code to locate the transition state and thereby to work out the activation energy 
for the conversion of BO3 to BO4 through reaction with non-bridging oxygen of the SiO4 unit. The first-principles 
density functional theory calculations using B3LYP functional and 6-31 G** basis set showed that the transition 
state had one negative frequency that corresponds to the transformation of BO3 (planar) to BO3 (trigonal) and the 
entering of non-bridging oxygen of the SiO4 unit with the B–NBO distance of 2.02 Å, leading to the formation of 
BO4 tetrahedron. The overall reaction is endothermic and the activation energy is only 54.8 kcal/mol confirming the 
transformation of BO3 to BO4 involving a simultaneous change of silicate net-work is favourable.

This newly formed BO4 group can break up to form a new non-bridging oxygen bonded to another silicon 
unit as proposed by Stebbins and Ellsworth31. Considering the stability of silicate network during deformation, 
the fast deformation-induced phase transformation in borate network can be relaxed slowly by the surrounding 
silicate network. Thus the observed oscillatory viscous flow could be the competitive outcome of the deformation 
and relaxation in these two networks.

Constitutive modelling of borosilicate glass. It is noted that above relaxation oscillation phenomena 
can be characterized by similar mathematic equations35,36,41, although their underlying physical mechanisms are 
different. This type of equations is known as van der Pol oscillator or FitzHugh-Nagumo models in nonlinear 
physics43. Based on the concept of these models, we developed a constitutive model for borosilicate glass to 
describe the observed stress oscillation. This model consists of three parts as summarized in equations (2–4): (1) 
the relationship between stress rate σ  and strain rate ε, (2) the changes of ε with the waiting time of viscous flow 
unit ta and (3) the evolution of ta. The details of this model can be found in Methods section.

K R( ) (2)σ ε= −




 

ε ε ε ψα
=








Φ
−

Φ
−








−


































α α−

̈ KR K
t

t
t

t
t

texp
(3)c

a

c

a

c
a

1

t t1 (4)a a

ε
= −

Ω

where K is the nominal modulus, A and l are the cross-sectional area and length of the specimen, R is ratio of the 
compressive speed V to l, Φ and Ψ are two parameters relating the activation energy dependence on the excess 
stress and on the state variable, tc is the characteristic diffusion time depending on the interaction between borate 
network and silicate network, α is a correction factor, ta during the waiting time of viscous flow unit and its aver-
age value at a constant strain rate is ta, and Ω is the average characteristic strain produced by viscous flow units.

Figure 3a presents the stress oscillation (T = 570 °C, loading speed 5 mm/min) predicted by the developed 
constitutive model. Overall good agreement between the analytical curve and the experimental result was 
obtained. This model doesn’t consider the interface friction effect, and thus the increasing trend of the experimen-
tal curve was not captured. According to equation (2) and Fig. 3b, the observed stress oscillation is attributed to 
the periodic changes of strain rate. When strain rate is larger than R, the derivation of stress becomes negative and 
stress started to decrease. When the strain rate is smaller than R, the stress starts to increase. The periodic varia-
tion of strain rate arises from the competition of ε and ta controlled by equations. (3) and (4). Specifically, at the 
beginning of yielding, the viscous strain rate increases from a very low value to catch up with the high external 
loading speed. It triggers a self-enhance process of ε via two ways (see Fig. 3c). First, according to equation. (3) the 
increasing ε enhances its time derivative of ̈ε, which in turn enhance ε itself. Second, the increase of strain rate 
leads to a negative value of the rate of ta and thus the decrease of ta. The small value of ta can produce a very large 
value of ε  ̈and thus, in turn, enhance the strain rate again. This corresponds to a typical shear thinning process 
occurring in the borate network. When ta becomes very small, however, the decreasing trend of ta becomes slow 
and finally changed from negative to positive. This sign change brings about two consequences. First, the third 
term of Eq. (3) changed its sign immediately and lead to a sudden decrease of ε ,̈ and thus ε starts to decrease (see 
Fig. 3c). That means the trend of shear thinning was stopped by the slow relaxation time. Second, ta starts to 
increase faster and faster because of the continous increase of ta (see Fig. 3d). Finally ta approaches a stable positive 
value. A further increase of ta makes ta  decrease again and another cycle started. That is the formation mechanism 
of the observed stress oscillation.
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Conclusion
An interesting, unexpected stress oscillation phenomenon was observed on compressing borosilicate glasses in its 
supercooled liquid region. This stress oscillation demonstrated a constant characteristic strain, which was independ-
ent of strain rate, temperature, and loading and annealing histories. The observed oscillation was further revealed 
to be a typical relaxation oscillation phenomenon, arising from the competition of the deformation-induced phase 
transformation in the borate-rich network and the structure relaxation in the silicate-rich network. A constitutive 
model was developed for describing and understanding this oscillatory viscous flow.

Methods
High-temperature uniaxial compression test. A borosilicate glass L-BSL 7 (Ohara GmbH) with Tg 
498 °C and composition of SiO2(69.13)-B2O3(10.75)-Na2O(10.40)-K2O(6.29) was selected. The cylindrical sam-
ples of L-BSL 7 prepared for uniaxial compression test were of the diameter of 3 mm and length of 6.5 mm. A 
series of uniaxial compressive tests with a constant compressive speed (2 mm/min, 3 mm/min and 5 mm/min) 
were conducted at constant temperatures of 570 °C in a precision glass moulding (PGM) machine, Toshiba GMP-
211. In brief, a glass sample was placed in the furnace of PGM machine and then heated up to 570 °C. A further 
soaking step was conducted for 10 miniatures to achieve a uniform temperature distribution throughout the 
sample. After that, the sample was compressed uniaxially by the crosshead in the furnace with a constant speed. 
The uniaxial stress-strain curve can thus be obtained from the recorded force and displacement.

To study the temperature effect, another two tests were conducted at 560 °C and 565 °C, respectively, with 
the compressive speed of 2 mm/min. To eliminate the effect of possible motion error of the glass moulding 
machine, uniaxial compressive tests with a loading speed of 5 mm/min were also carried out for a soda lime 
glass (SiO2-Na2O-CaO, Tg = 564 °C) and an optical polymer PMMA (Polymethylmethacrylate, Tg = 105 °C) in the 
same loading range. To exclude the residual stress effect of sample preparation, one L-BSL 7 sample was annealed 
for 10 h at 570 °C and then compressed with the loading speed of 5 mm/min. To study the loading history effect, 
loading-unloading cycles were carried out at 570 °C with the loading speed of 5 mm/min. To further verify the 
oscillation phenomena, a similar borosilicate glass of P-BK7 (SiO2(69.13)-B2O3(10.75)-Na2O(10.40)-K2O(6.29)) 
from a different supplier (Schott) was also tested at 570 °C with the loading speed of 1 mm/min. Before loading, all 
the samples had been heated to the target temperature and preserved for more than 10 minutes to ensure that the 
material had the same temperature throughout. Details of the loading conditions are listed in Table 1.

Constitutive modelling. The visco-plastic flow in supercooled borosilicate glass is basically the outcome 
of a biased accumulation of local strain in borate network and a structural relaxation via the interaction of borate 
network and silicate network. The local strain created by the transformation from the three coordinated planar 
boron to trigonal boron can be taken as a thermally activated process44,

Figure 3. (a) Stress oscillation predicted by the model. (b) The comparison of the evolutions of stress and 
strain rate. (c) The comparison of the evolutions of strain rate and its time derivation. (d) The comparison of the 
evolutions of Ta and its time derivation dTa/dt.
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 ε ε= ⋅ −∆G kTexp( / ) (5)0

where G∆  is the free enthalpy of activation, T is temperature, ε0 is a reference strain rate, and k is the Boltzmann 
constant. G∆  is affected by the external stress and the internal local microstructure state near the viscous flow 
unit. To describe the local microstructure state and its relaxation, the well-accepted concept of free volume vf was 
introduced in this model. G∆  can thus be expressed as

G G v( , ) (6)f fσ σ∆ = ∆ −

where σ is the applied stress and σf is the average flow stress at 0 K for a given vf. It is noted that free volume can be 
created during the activation of viscous flow event and annihilated via the interaction of borate network and sili-
cate network during the waiting time of viscous flow event ta. For convenience, a non-dimensional state variable 
vf  was introduced instead of vf in the model, varying from 0 to 1, i.e.

v t t1 exp( ( / ) ) (7)f a c= − − α

where tc is the characteristic relaxation time depending on the interaction between borate network and silicate 
network, α is a correction factor. If the strain rate is constant, ta approaches its steady state value, ta, where

ε= Ωt / (8)a

Here, Ω is the average characteristic strain produced by viscous flow events. When there is a change in strain 
rate, ta relaxes to its new steady state, and the process can be expressed by a simple first-order relaxation39

= −t t t t( )/ (9)a a a a

We further introduced two additional parameters by linearizing the activation energy dependence on the excess 
stress and on the state variable vf
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Together with equations (7), (8), (9), one can get the stress-strain rate relation in the following form
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In the experiment, the borosilicate specimen was compressed with a constant speed V, by a machine with a stiff-
ness of k. In a typical speed controlled test the following condition applies
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where σ  is stress rate, E is the modulus of the specimen, A and l are the cross-sectional area and length of the 
specimen. This equation can be further modified as

Test 
No. Sample Temperature Loading speed

1 L-BSL 7 570 °C 5 mm/min

2 L-BSL 7 570 °C 3 mm/min

3 L-BSL 7 570 °C 2 mm/min

4 L-BSL 7 565 °C 2 mm/min

5 L-BSL 7 560 °C 2 mm/min

6 L-BSL 7 (Step loading-
unloading) 570 °C 1 mm/min

7 PMMA 105 °C 5 mm/min

8 Soda-lime glass 630 °C 5 mm/min

9 Annealed L-BSL 7 570 °C 5 mm/min

10 P-BK 7 570 °C 5 mm/min

Table 1. Parameters of uniaxial loading tests.
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By differentiating equation (11) and eliminating the stress rate using equation (14), one can get
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Together with equation (12), two first order differential equations in variables ε and ta were thus obtained for the 
uniaxial compressive of borosilicate glass in supercooled liquid region.

It is noted that the characteristic equation of Eqs. 12 and 16 can be expressed as
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where t t t t( / ) exp{ ( / ) }a c a cψαΓ = −α α . By solving Eq. 17, one can obtain the corresponding characteristic 
eigenvalues

R
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In which K[ (1 )/ ]µ = − + Φ − Γ Ω , ω = Φ ΩK4 / . According to the linear stability theory, the instability could 
occur when the real part of the characteristic exponent becomes positive, i.e. when

K ( 1) (19)≤
Φ
Ω

Γ −

This is a typical Hopf bifurcation45, and the emerging solution is a periodic oscillation.
Eqs 12 and 16 were further solved in Matlab with the parameters listed in Table 2. Here, the nominal Young’s 

modulus E is obtained from Fig. 1; the value of k used here is a typical stiffness of precision glass moulding 
machine46; R is obtained from equation (13) and ε0 is an initial reference strain rate which is used for calculating 
the initial value of ta via Eq. (8); tc is taken in the same order of bulk relaxation time ~ η/G, where G is the shear 
modulus. Stress sensitivity Φ is taken via    σ ε σ ε ε ε ηΦ = ∂ ∂ = ∂ ∂ ∂ ∂ ≈ R/ ln ( / )( / ln ) 3 . Since it is hard to work out 
the exact values of Ψ, tc and Ω, their values used here were obtained by fitting. It was noted that, increasing the 
values of ψ, α, S, tc, Ω can increase the amplitude of oscillation, and vice versa, but this does not affect the fre-
quency; Increasing the value of K can decrease the amplitude and increase the frequency.

References
 1. Ovarlez, G., Barral, Q. & Coussot, P. Three-dimensional jamming and flows of soft glassy materials. Nat Mater 9, 115–119 (2010).
 2. Sentjabrskaja, T. et al. Creep and flow of glasses: strain response linked to the spatial distribution of dynamical heterogeneities. Sci 

Rep-Uk 5, 11884 (2015).
 3. Seth, J. R., Mohan, L., Locatelli-Champagne, C., Cloitre, M. & Bonnecaze, R. T. A micromechanical model to predict the flow of soft 

particle glasses. Nat Mater 10, 838–843 (2011).
 4. Voigtmann, T. Nonlinear glassy rheology. Curr Opin Colloid In 19, 549–560 (2014).
 5. Goyon, J., Colin, A., Ovarlez, G., Ajdari, A. & Bocquet, L. Spatial cooperativity in soft glassy flows. Nature 454, 84–87 (2008).
 6. Berthier, L. Time and length scales in supercooled liquids. Phys Rev E 69, 020201 (2004).
 7. Boolchand, P. & Goodman, B. Glassy materials with enhanced thermal stability. Mrs Bull 42, 23–28 (2017).
 8. Micoulaut, M. & Bauchy, M. Evidence for Anomalous Dynamic Heterogeneities in Isostatic Supercooled Liquids. Phys Rev Lett 118 

(2017).
 9. Micoulaut, M. & Yue, Y. Z. Material functionalities from molecular rigidity: Maxwell’s modern legacy. Mrs Bull 42, 18–22 (2017).
 10. Phillips, J. C. Topology of Covalent Non-Crystalline Solids .1. Short-Range Order in Chalcogenide Alloys. J Non-Cryst Solids 34, 

153–181 (1979).
 11. Thorpe, M. F. Continuous Deformations in Random Networks. J Non-Cryst Solids 57, 355–370 (1983).
 12. Dauchot, O., Marty, G. & Biroli, G. Dynamical heterogeneity close to the jamming transition in a sheared granular material. Phys 

Rev Lett 95, 265701 (2005).
 13. Biroli, G. Jamming - A new kind of phase transition? Nat Phys 3, 222–223 (2007).
 14. Berthier, L. & Biroli, G. Theoretical perspective on the glass transition and amorphous materials. Rev Mod Phys 83, 587–645 (2011).
 15. Liu, W. D., Ruan, H. H. & Zhang, L. C. Revealing Structural Relaxation of Optical Glass Through the Temperature Dependence of 

Young’s Modulus. J Am Ceram Soc 97, 3475–3482 (2014).
 16. Liu, W. D. & Zhang, L. C. On the Nano/Micro-Mechanics of Metallic Glass. Crit Rev Solid State 40, 137–163 (2015).

E(GPa) k (N/m) R0 (s−1) R (s−1) Ψ Φ (MPa) α tc (s) Ω

0.5 108 0.006 0.012 23.87 25.2 0.12 1 0.001

Table 2. Parameters used in the constitutive model for predicting the experimental result at 570 °C and loading 
speed 5 mm/min.



www.nature.com/scientificreports/

8SciEntific REPORTs | 7: 15872  | DOI:10.1038/s41598-017-16079-w

 17. Zanotto, E. D. & Cassar, D. R. The microscopic origin of the extreme glass-forming ability of Albite and B2O3. Sci Rep-Uk 7, 43022 
(2017).

 18. Maxwell, J. C. On the Dynamical Theory of Gases. Philosophical Transactions of the Royal Society of London 157, 49–88 (1867).
 19. Cavagna, A. Supercooled liquids for pedestrians. Phys Rep 476, 51–124 (2009).
 20. Brown, E. & Jaeger, H. M. Shear thickening in concentrated suspensions: phenomenology, mechanisms and relations to jamming. 

Rep Prog Phys 77 (2014).
 21. Zhu, W., Aitken, B. G. & Sen, S. Communication: Non-Newtonian rheology of inorganic glass-forming liquids: Universal patterns 

and outstanding questions. J Chem Phys 146 (2017).
 22. Lubchenko, V. Shear thinning in deeply supercooled melts. P Natl Acad Sci USA 106, 11506–11510 (2009).
 23. Varshneya, A. K. Fundamentals of inorganic glasses. (Academic Press Limited, 1994).
 24. Mukhopadhyay, A., Chu, B. T. T., Green, M. L. H. & Todd, R. I. Understanding the mechanical reinforcement of uniformly dispersed 

multiwalled carbon nanotubes in alumino-borosilicate glass ceramic. Acta Mater 58, 2685–2697 (2010).
 25. Wang, B., Matsumaru, K., Yang, J. F., Fu, Z. Y. & Ishizaki, K. Mechanical behavior of cellular borosilicate glass with pressurized Ar-

filled closed pores. Acta Mater 60, 4185–4193 (2012).
 26. Cheng, S. D. et al. Quantification of the boron speciation in alkali borosilicate glasses by electron energy loss spectroscopy. Sci Rep-

Uk 5, 17526 (2015).
 27. Stebbins, J. F. & Sen, S. Microscopic dynamics and viscous flow in a borosilicate glass-forming liquid. J Non-Cryst Solids 224, 80–85 

(1998).
 28. Pedesseau, L., Ispas, S. & Kob, W. First-principles study of a sodium borosilicate glass-former. I. The liquid state. Phys Rev B 91, 

134201 (2015).
 29. Pedesseau, L., Ispas, S. & Kob, W. First-principles study of a sodium borosilicate glass-former. II. The glass state. Phys Rev B 91, 

134202 (2015).
 30. Dell, W. J., Bray, P. J. & Xiao, S. Z. B-11 Nmr-Studies and Structural Modeling of Na2o-B2o3-Sio2 Glasses of High Soda Content. J 

Non-Cryst Solids 58, 1–16 (1983).
 31. Stebbins, J. F. & Ellsworth, S. E. Temperature effects on structure and dynamics in borate and borosilicate liquids: High-resolution 

and high-temperature NMR results. J Am Ceram Soc 79, 2247–2256 (1996).
 32. Borisov, B. F. et al. Nuclear magnetic resonance, resistance and acoustic studies of the melting-freezing phase transition of gallium 

in Vycor glass. J Phys-Condens Mat 11, 10259–10268 (1999).
 33. Smedskjaer, M. M. et al. Topological Principles of Borosilicate Glass Chemistry. J Phys Chem B 115, 12930–12946 (2011).
 34. Simmons, J. H., Mills, S. A. & Napolitano, A. Viscous-Flow in Glass during Phase Separation. J Am Ceram Soc 57, 109–117 (1974).
 35. Nagahiro, S., Nakanishi, H. & Mitarai, N. Experimental observation of shear thickening oscillation. Epl-Europhys Lett 104, 28002 

(2013).
 36. Cottrell, A. H. A Note on the Portevin-Le Chatelier Effect. Philos Mag 44, 829–832 (1953).
 37. Rodriguez, P. Serrated plastic flow. Bull. Mater. Sci 6, 653–663 (1984).
 38. Mccormick, P. G. Theory of Flow Localization Due to Dynamic Strain Aging. Acta Metall Mater 36, 3061–3067 (1988).
 39. Mesarovic, S. D. Dynamic Strain-Aging and Plastic Instabilities. J Mech Phys Solids 43, 671–700 (1995).
 40. Fressengeas, C., Beaudoin, A. J., Lebyodkin, M., Kubin, L. P. & Estrin, Y. Dynamic strain aging: A coupled dislocation-solute 

dynamic model. Mat Sci Eng a-Struct 400, 226–230 (2005).
 41. Papanikolaou, S. et al. Quasi-periodic events in crystal plasticity and the self-organized avalanche oscillator. Nature 490, 517–521 

(2012).
 42. Edwards, T., Endo, T., Walton, J. H. & Sen, S. Observation of the transition state for pressure-induced BO3 - > BO4 conversion in 

glass. Science 345, 1027–1029 (2014).
 43. Fitzhugh, R. Impulses and Physiological States in Theoretical Models of Nerve Membrane. Biophys J 1, 445–466 (1961).
 44. Schuh, C. A., Hufnagel, T. C. & Ramamurty, U. Overview No.144 - Mechanical behavior of amorphous alloys. Acta Mater 55, 

4067–4109 (2007).
 45. Hale, J. & Koçak, H. Dynamics and Bifurcations. (Springer-Verlag, 1991).
 46. Wachtel, P., Mosaddegh, P., Gleason, B., Musgraves, J. D. & Richardson, K. Performance Evaluation of a Bench-Top Precision Glass 

Molding Machine. Adv Mech Eng (2013).

Acknowledgements
The work presented in this paper was financially supported by an ARC discovery project DP140103476. The 
assistance of resources provided by the NCI National Facility systems at the Australian National University and 
the Intersect Australia Ltd. is also acknowledged.

Author Contributions
W.D. Liu performed the experiments and constitutive modelling. K. Mylvaganam carried out the first principle 
calculations. W.D. Liu, L.C. Zhang and K. Mylvaganam analyzed the results and wrote the manuscript. L.C. Zhang 
supervised the research and the project.

Additional Information
Supplementary information accompanies this paper at https://doi.org/10.1038/s41598-017-16079-w.
Competing Interests: The authors declare that they have no competing interests.
Publisher's note: Springer Nature remains neutral with regard to jurisdictional claims in published maps and 
institutional affiliations.

Open Access This article is licensed under a Creative Commons Attribution 4.0 International 
License, which permits use, sharing, adaptation, distribution and reproduction in any medium or 

format, as long as you give appropriate credit to the original author(s) and the source, provide a link to the Cre-
ative Commons license, and indicate if changes were made. The images or other third party material in this 
article are included in the article’s Creative Commons license, unless indicated otherwise in a credit line to the 
material. If material is not included in the article’s Creative Commons license and your intended use is not per-
mitted by statutory regulation or exceeds the permitted use, you will need to obtain permission directly from the 
copyright holder. To view a copy of this license, visit http://creativecommons.org/licenses/by/4.0/.
 
© The Author(s) 2017

http://dx.doi.org/10.1038/s41598-017-16079-w
http://creativecommons.org/licenses/by/4.0/

	Relaxation oscillation of borosilicate glasses in supercooled liquid region
	Results and Discussion
	High-temperature uniaxial compression. 
	Relaxation oscillation. 
	Constitutive modelling of borosilicate glass. 

	Conclusion
	Methods
	High-temperature uniaxial compression test. 
	Constitutive modelling. 

	Acknowledgements
	Figure 1 (a) Stress-strain curves of L-BSL 7, soda-lime glass and PMMA at loading speed 5 mm/min.
	Figure 2 (a) Stress-strain curve during a typical loading/unloading test of L-BSL 7 at a temperature of 570 °C.
	Figure 3 (a) Stress oscillation predicted by the model.
	Table 1 Parameters of uniaxial loading tests.
	Table 2 Parameters used in the constitutive model for predicting the experimental result at 570 °C and loading speed 5 mm/min.




